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RESIDENTIAL. PARK AND BOULEVARD LIGHTING 



Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards coniplete with anchor 
rods, capital drilled and tapped to re- 
ceive globes. List prices do not in- 
clude glassware, sockets, lamps, etc., 
nor do thcv include wiring or any other 
electrical equipment. List price in- 
cludes six brackets. Union Metal ven- 
tilated capital, ornamental globe bands, 
and American Eagle. 

3. Specified heights can be changed 
to meet var^ ing lighting conditions 
without materially affecting the cost. 

4. When desired, bases are ar- 
ranged for pot heads^ cut-outs, trans- 
formers, etc. 

5. Many different designs or com- 
binations may be created b}'" inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

6. All standards are given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should be 
given finishing coat after erection, 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



7. All designs can 
with copper jacketed 
extra charge. Prices 
application. 



be furnished 
shafts at an 

quoted upon 



8. Always specify the exact size of 
globe and bottom opening so that globe 
holder on the capital of standard may 
be furm'shed proper size. 
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Description and Specifications 

East Cleveland, a residential city 
with forty miles of gas lighted streets, 
was confronted with the problem of 
installing a complete new system of 
electric street lighting. 

To solve this problem, engineers of 
the National Lamp Works of General 
Electric Co. had to plan a system that 
combined good illumination, economi- 
cal installation and low maintenance, 
yet one sufficiently ornamental to har- 
monize with the city's natural beauty. 

The design and installation of 900 
Union Metal Lamp Standards shown 
in this page was the result. Design 
1260 — 20 ft. to light source was used 
on wide main thoroughfares where the 
light would not be seriously obstructed 
by trees. The lighting source is 6 ft. 
out from the center of the standard. 

Design 1360—16 ft. to light source, 
was used on strictly residential streets 
where overhanging limbs might ob- 
struct the light. Light source 4' 6" 
out from center of standard. 

Tubular steel pole with 4"— 3" diam- 
eter sections. Base with door separate 
from tubular steel pole provides orna- 
mentation. 




Design 1260 — 1 Light with G. E. Form 
25-B Novalux Unit (suspended type lan- 
tern) 20 ft. from ground line to light 

source. 



Design 1360 — 1 Liglit with G. E. Form 
2S-B Novalux Unit (suspended type lan- 
tern) 16 feet from ground line to light 

source. 



Detai 



iled dimension print with further specifications will be found on back of this page. 
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BETTER STREET LIGHTING 



WITH 



UNION METAL LAMP STANDARDS 



AND 




GENERAL ELECTRIC LIGHTING UNITS 



cr 



HE most complete line of Ornamental 
Standards and Brackets for the light- 
ing of Business Districts, Residential Streets, 
Parks, Boulevards and Highways. A type and 
size of standard for every lighting condition. 

Distributors and street lighting specialists 
located in all principal cities. Export business 
handled exclusively by The International Gen- 
eral Electric Company. Schenectady, New York, 
with offices throughout the world. 



u\ 







INTERNATIONAL GENERAL ELECTRIC CO., INC. 

SCHENECTADY. N. Y. 

Offices and Associated Companies in all parts of the World 

Foreign RepresentativeshandleUnion Metal Manufacturing 

Company Products Exclusively 



The Union Metal Manufacturin 

General Offices and Factory 

CANTON, OHIO 

Chicago Office, 230 South Clark Street 

Sales agencies in all Principal American Cities 




Co. 



**Better Street Lighting" Book No. 52 



Copyright 1924 
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Contents of Loose Leaf Catalog 



on 



UNION METAL 

LAMP STANDARDS 



Section 1 

Union Metal Lamp Standards 
Description and Construction 

Section 2 

Union Metal Lamp Standards 

Installation Views 



Section 3 

Union Metal Lamp Standards 
Business District Lighting 



Section 4 

Union Metal Lamp Standards 
Residential, Park and Boulevard Lighting 



Section 5 

Union Metal Lamp Standards 
Bridee, Traffic and Special Lighting 



Section 6 

Union Metal Lamp Standards 

Cluster Designs 

THE UNION METAL MANUFACTURING CO 

CANTON, OHIO 



Foreign Distributors 

The International General Electric Co 

Schenectady, N. Y, 



Canadian Difetributors 



The Canadian General Electric Co., Limited 

Toronto, Canada 
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Dark Streets Are Dangerous Streets 

Before the days of systematic street lighting only those 
ventured out at night who had urgent business or an ample 
body-guard. Our streets have become safe just to the extent 
that they have been well lighted. It is true that Hght alone 
would be insufficient protection, but it is equally true that 
police alone, in any reasonable numbers, cannot afford com- 
plete protection. 

Municipal budgets, during the past fifteen years, have 
not permitted the large additions to police forces demanded 
by the rapid growth of our cities, and constantly increasing 
motor traffic. 

This deficiency in public safety has had to be supplied by 
better street lighting in which every standard has become a 
silent sentinel to guard pedestrians against thugs and high- 
wajTiien, and motorists against dangerous traffic accidents: 
— Indeed, the safety of yourself and your family this very 
night is due more to street lighting than to the protection of 
your city's police force. 



Making The World's Streets 
Brighter, Safer, More Beautiful 

As you look down the well lighted streets of America's 
progressive cities and towns, chances are you will see an in- 
stallation of Union Metal Lamp Standards. 

As pioneers in the ornamental lighting field, we supplied 
standards for the first installations sixteen years ago. We 
have specialized in better outdoor lighting ever since and 
have furnished equipment for many of the largest and best 
lighting systems installed during this period. 

'Union Metal leadership in ornamental street lighting 
is not an advertising claim, but an engineering fact. It is 
based on our designing work with the country's leading engi- 
neers and architects; on our installations in more than a 
thousand principal cities and towns; and upon the exclusive 
Union Metal idea of a pressed steel standard which is lighter 
in weight, stronger, safer, less expensive to install and main- 
tain and far more beautiful than cast or molded standards. 
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Points of Superiority 
in Union Metal Lamp Standards 

The officials of a large city recently sent us the following 
unique specification, covering their lighting standard re- 
quirements : 

1. Handsome standards with sharp lines and fine 
clear cut design. 

2. Reasonable price. 

3. Safety against deaths and accidents due to fall- 
ing of standards in traffic collisions. 

4. The most economical standards to install and 
maintain. 

Exhaustive study and tests of all products submitted led to 
the selection of Union Metal Lamp Standards and General 
Electric Novalux Units as the system that best met these 
requirements. 

This is a typical example of the present state of mind of 
engineers, lighting companies and city officials, in connection 
with their plans for ornamental lighting. Today, they are 
more interested in features of beauty, safety and economy 
than they are in specifying that the standards shall weigh 
not less than 800 or 1000 pounds, so commonly found in speci- 
fications prior to a few years ago. 

Beauty 

The principle of pressed steel construction developed and 
used exclusively by our company gives to Union Metal Lamp 
Standards a classical distinction and artistic beauty not pos- 
sible in any other form of lighting standard construction. 

Shafts for Union Metal Lamp Standards are die made on 
the same machines that turn out thousands of Union Metal 
Columns used by the country's leading architects for porches, 
and entrances to the finest homes and pubHc buildings. 

For sixteen years the Union Metal Manufacturing Com- 
pany has been furnishing not only supports for lamps and 
globes but rather artistic lighting standard designs with the 
same sharp clear cut detail that characterized the architec- 
tural columns of ancient Greece and Rome. 
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SECTION 1— DESCRIPTION AND CONSTRUCTION 



Our patented pressed metal construction allows the manufacture of massive, highly 
ornamental and properly proportioned standards without any appreciable increase in 
weight. The fact that ornamental standards are installed on the finest streets of a 
city, often necessitates their being massive and architecturally correct to harmonize 
with fine homes, large buildings and public structures with which they are associated. 
To meet this condition with cast or molded standards means the selection of units 
so heavy that their erection becomes a public menace. 
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Actual photograph (not retouched) of 
base and lower end of pressed steel 
shaft. These Standards recently in- 
stalled on State Street, and Broadway, 
Salt Lake City, are not only large, 
but have sharp, clean cut lines 
and fine architectural detail. 
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act'er in Every Line 



Metal 



This close-up view reveals the clean cut lines and 
the fine architectural detail for which Union 
Lamp Standards have always been noted. 

It is an actual photograph, not retouched, of base 
and lower end of pressed steel shaft. It is one of the 
large standards installed on State Street and Broad- 
way, Salt Lake City. 

Union Metal Lamp Standards are not made and 
sold as so many pounds or tons of metal, but are pro- 
duced in a plant with special dies and machinery that 
make it possible to turn out clean-cut architectural 
base castings and sharp deep flutings in the pressed 
steel shafts. 



Safety 



Hand in Hand 



Heavy increase in motor traffic during recent years 
has emphasized the demand for safe and dependable 
lamp standards that take the punishment and absorb 
shocks thrust upon them by curb collisions. 

Union Metal Pressed Steel Standards fully meet 
this responsibility and insure against deaths, acci- 
dents and damage suits due to falling lamp posts. 
They are strong, tough and practically unbreakable 



or other vehicle. 



heavy 



Pressed Metal shaft is reinforced with steel anchor 
and tie rods, extending from concrete sub-base to 
topmost part of the standard. In case of collision 
Union Metal Standards will bend, but will not break 
and fall heavily to the sidewalk. 
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Standards of lower quality jeopardize life, property, glassware, lamps 
and cable connections and finally emphasize the desirability of installing 
Union Metal Standards where they must withstand sudden impact, where it is 
desired to eliminate breakage and where safety is essential. 

Economy 

True economy is measured not only in reasonable cost of standards, but 
in economical installation and low maintenance over a period of years. 

of Union Metal Lamp 



Pressed metal construction reduces the 



weight 



Standards to about half that of cast iron or concrete of equal size or dimen- 
sions. This means that: 

(a) Union Metal Lamp Standards are economically transported and han- 
dled. They can be shipped to every part of the United States, Canada and 
foreign countries at about half the cost of other tjT^es. 

(b) Erection charges are practically cut in two. Sectional construction 
with base, shaft and lighting unit as separate parts, means, that Union Metal 
bases can be set when the concrete sub-base is built. Besides saving a great 
deal of time, the base serves as a covering to the fresh concrete and protec- 
tion to the exposed cables. 

(c) Afterwards two men come along and 
easily erect the pressed steel shaft, steel tie rods 
aritl lighting unit. Two willing workers, with a 
step-ladder can erect, in one day, more Union 
Metal Lamp Standards than a gang of men with 
block and tackle, erecting platform or other de- 
^icr- can do in equal time with heavier types of 

standards. 

Lower Cost of Replacing Parts 

Accidents will happen to standards ])laced 
along the curb line. In the case of damage to 
Union Metal Standards it is nec( .>sary to replace 

the one part that has been seriously dam- 




aged an( 

entire standard, 
tions must "f-c 



replaced 



sec 



a shaft to be 



straightened or re-rolled, but always only a 



ndard 



cost of installing a com 

permit 
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recital of the low maintenance experiences 

poi-ted to us by many of our lare^est uaprs 
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Protection to Lamp and Glassware 

Union Metal Lamp Standards combining pressed metal shafts, steel anchor and tie 
rods and lead gaskets serve as shock and vibration absorbers, to insure safety and 
long life to lamps and glassware. 

Even a more important economy is the protection against 
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Metal 



breakage in cases of severe traffic accidents. 
Lamp Standards will bend and remain standing at extreme 
angles with globes and lamps unbroken and cable connections 
intact, while other types break under the impact and with 
their glassware fall violently to the ground. 
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Scientific Construct 



of Union Metal Lamp Standards 

In the development and design of Union Metal Lamp Standards our 
engineers constantly kept before them the well recognized principle 
m engineering that, "the construction that provides the greatest 
strength with the least weight is the logical one to use." That is just 
as vital in lighting standard construction as in the design of bridges, 
freight and passenger cars, automobile frames, structural steel work 
and other important products tnat are subjected to stress or strain. 

A heavy, brittle material has no place in the construction of tall, 
slender shafts. Nor does it seem reasonable that a customer should 
invest in 500 pounds to 1000 pounds of brittle metal to support a globe 
and lamp weighing from 25 to 80 pounds. 

Built Like a Skyscraper 

Union Metal Lamp Standards are built like a modern skyscraper. Three sturdy anchor 
rods extend from the top of the ornamental base into the concrete sub-base, and securely 
anchor the lower section of the standard 
to the ground. 

Likewise every standard is provided 
with three steel tie rods passing from the 
base through the shaft and into the top- 
most part of the capital or head. 

This scientific tripod or steel truss con- 
struction, coupled with the pressed metal 
shaft, provides the important engineering 
requirements of "great strength, light 
weight, and low center of gravity." In 
case of severe impact, they will bend, but 
will not break and fall heavily to the 

ground. 
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Construction Details of 
Union Metal Lamp Standards 

Cast Bases 

Union Metal Lamp Standards are always made with base, shaft and 
lighting units as separate parts. The ornamental bases, arms, brackets 
and miscellaneous cast parts made of the best grade of tough grey 
foundry pig iron, are all produced in our own foundry, which, by the 
way, is one of the most modern and best equipped plants in the country 
for the production of fine architectural castings. 

Sectional construction already described permits all Union Metal 
base castings to be made vertically or in upright position, thereby 
eliminating all rough, unsightly vertical seams, so common in cast 
standards which are made horizontally or lying down. 

The Union Metal principle insures finer, cleaner cut lines in all 
castings and also uniform thickness of metal throughout. Such defects 
as sand or blow holes, scales, lumps, blisters, and flaws are wholly 
eliminated. 

All master wood patterns are made by expert pattern makers, 
trained by years of experience to produce relief work and sharp orna- 
mental detail so that the final product might qualify as architectural 
castings. Hand chased and perfectly finished metal patterns are then 
made from the master wood patterns so that all work going to the 
trade is made from the metal patterns. 

Pressed Metal Shafts 

Shafts for Union Metal Lamp Standards are built up of 2 ply or 
thicknesses of No. 22 U. S. gauge copper bearing steel. They are 
lock seamed, die fluted and pressed firmly together; no solder or rivets 
being used in their construction. Vertical joints of all shafts are 
double lock seamed, with seam rolled on inside so that all outside 
surfaces are smooth and clean. All shafts are protected against 
weather conditions by being galvanized with lead and zinc spelter both 
inside and outside. This laminated construction provides great 
strength, light weight and will successfully resist all blows that would 
shatter or break other types of standards. 

Copper Jacketed Shafts 

Where unusually rich or elegant effects are desired, the pressed steel 
shaft described m the foregoing paragraphs is covered at a nominal 
extra cost with 16 oz. cold rolled sheet copper which is neatly lock 
seamed, fluted and tightly pressed into place. This reinforced copper 
shaft can be finished in natural copper, verde antique, oxidized copper 
or statuary bi-onze. The base and top portions of the standard are 
pamt finished to match so that at a nominal cost an efl'ect almost equal 
to cast bronze is obtained. In other cases we are called upon to furnish 
base and top portions of the standard in cast bronze with copper shafts 
above described. Prices on any of these special finishes and materials 
will be quoted upon application. 
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Union Metal Lamp Standards 
as Smooth and Clean Inside as Outside 

A point of particular interest in connection with our light- 
ing standards is that all interior surfaces are as smooth and 
clean as the outside surfaces. This condition coupled with 
the interior painting insures against the falling of scale, rust 
and moulding sand that sometimes cause short circuits and 
grounds in the bases of other standards. 

Smooth interior also means that there are no fins or rough 
obstructions in Union Metal Lamp Standards that interfere 
with the drawing in of cables or cause short circuits and 
grounds at any point from the base to top of standard. 
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Galvanized and Painted 
Inside and Outside 



Interior and exterior surfaces of all metal shafts are pro- 
tected against weather conditions by being galvanized with 
lead and zinc spelter, both inside and outside. 

Inside and outside of all shafts are provided with priming 
coat of best grade Metallastic Paint before leaving our plant. 
Finishing coats may be applied after erection. Cast iron 
parts are also painted both inside and out, with the best grade 
of metallastic paint. 

No other make of lighting standards on the American 
market is cleaned and finished on both surfaces, as is done 
with the Union Metal line. 





THE UNION METAL MANUFACTURING COMPANY, CANTON, OHIO 



Page D-58 






^'>'i> 



-Ji. "* 



. \ 



,.} 






't ' ' 



.- < -- 



-. r.vr- 



.- V' 



UNION 



METAL 



LAMP 



STANDARDS 



f 



^ 



SECTION 1— DESCRIPTION AND CONSTRUCTION 



Designs to Meet 
Every Lighting Condition 

The scientific sectional construction already referred to, 
permits great flexibility in designs and sizes of Union Metal 
Lamp Standards. This ability to interchange bases, shafts 
and lighting units, together with the varying lengths of 
shafts, has been an important factor in our rise to jeadership 
in the lighting standard and building column business. 

We are never limited by patterns to an extent that we must 
sell a customer standards not adapted in design or height to 
his service. Pressed steel shafts allow us to furnish standards 
any height in fractional parts of an inch from 5 feet to 25 feet. 

This is important because varying heights in the same 
standard are required for different conditions such as heights 
and styles of building; varying widths of streets, lamps of 
high candle power in one city and low in another, taller stand- 
ards in the business district, and lower ones on residential 
streets, and many other unusual conditions that call for modi- 
fied and special designs. 

Interchangeable parts make it possible for Union Metal to 
give a choice of designs in excess of two thousand. Such a 
wide range of service makes a strong appeal to our present 
and prospective customers. 



Meeting the Demand for Taller, 

Single Light Standards 

The increasing use of higher candle power lamps has cre- 
ated a demand for taller single light standards on certain jobs. 

We have met this situation by important changes in plant 
equipment that permit us to make longer fluted shafts, and 
provide our customers with single light standards in which 
the light sources may be anj^vhere from 15 to 18 feet above 



the ground. 



/ 



of the most iJiiportant developments in white way lighting during 

the past fifteen years The same safety features that charac- 
terize Union Metal Lamp Standards of lower mounting 
heights are present m these taller units, whereas, all competi- 
tive standards have a greatly increased danger hazard as 
their height increases. 
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Your Street Li^htin 





best designer of ornamental 






Deserves the Service of Leaders 

The combined experience of Union Metal and General 
Electric Engineers dates back to the very beginning of mod- 
ern street lighting and out of this experience they are quali- 
fied and ready to point out the right way for your white way. 

At Your Service, a Corps of Lighting Specialists 

We have in our organization today the same men who six- 
teen years ago developed and placed ornamental standard 
lighting on a commercial basis. The same men who have been 
leaders in the development of new types and designs to ac- 
commodate successive changes and improvements in lighting 

units. 

At the head of our engineering department w^e have the 

standards and architectural 
columns in America. In our sales organization, are men who 
have assisted in planning more than a thousand lightin 
standard installations in this country and abroad. 

These men together with the street lighting specialists of 
the General Electric Company located at its principal offices 
throughout the country will give you assistance and advice on 
any phase of street lighting. 

The solving of unusual and difficult lighting problems has 
been the principal business of these men for many years. Any- 
one contemplating a new system or a revision of their present 
one will find their services invaluable. 

Patents and Trade Marks 

Union Metal Lamp Standards, Union Metal Columns, and 
the machines and dies used in their manufacture are covered 
by numerous patents and pending applications, all of which 
are owned by The Union Metal Manufacturing Company, 
Canton, Ohio, U. S. A. 

Trade mark "Union" in various applications is registered in 
the United States, Canada, and many foreign countries. Any 
infringement will be promptly and vigorously prosecuted. 
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SECTION 1— DESCRIPTION AND CONSTRUCTION 



Steel Tie Rods securely 
held to top rin^ by 
heavv nuts. 



3 Tie Rnds extending 
from base trs top of 
standard. 



Strong^ 2 i.ly steel shaft 

galvrim'zed inside and 
outside. 




Novilux Canopy 
(I\IetaI or glass) 



Novalux Globe 



1^'orm 9 

Novalux Casing serving 

capital for standard 



as 



Top Casting 



Toj) lead gasket between 
shaft and Novalux Unit. 



Ali shafts provided with 
primin^^ coat of best grade 
Metallasric Paint before 
lea\ ing factor3^ 



i apered fluted bteel shaft 
Architecturally correct witli 
•'^harp. clean cut details. 



3 Tie Rods securely 

fastendcd to tnp base 
casting. 



Rottom 1< ad gasket. 



^ ' w voltai;c 
secondary cables. 



L^^r* 



3 sturdy anchor ro(b extend 
i"^ irom top of base into 
concrete sab-base. 



Cast Iron Base. 



Current Transformer. 



Hi^ih vtdiacc 
Vrxnx^xy CaUcs. 



r 




Construction Details 

ol a typical .inj-k lig],i Union Metal 
Lamp Standard Hltcd with General 
FJectr,c Novah.x Lighting Un,t 
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SECTION 1— DESCRIPTION AND CONSTEUCTION 

Side Strain and Compression Tests 

on Union Metal Lamp Standards 

The unusual strength of Union Metal Lamp Standards has 
recently been demonstrated by a test made in our plant at the 
request of officials of one of the largest cities in the country. 
The test was directed and witnessed by the officials in question 
and the results are really remarkable. 

A stock design No. 792 listed on page B-200 of this catalog, 
with a regular shaft tapering from 9I/2 to 6i/^ inches was 
used, making the height to the top of the shaft 12 feet. 

Heavy rope was attached to the top of shaft and run at 
right angles through a heavy pulley, from which a platform 
was suspended. Standard weights were placed upon the plat- 
form until 1100 pounds were used. At that time, the shaft 
had deflected about 2I/2 inches, but no damage to shaft, base 
or rods. 

The weights were then removed and the shaft returned to 
the original position and was absolutely rigid. 

Weights were again put upon the platform and no rupture 
occurred until after 1405 pounds were used, at which time, 
the top capital ring casting, holding the upper end to the tie 
rods, broke. During the second test, the shaft deflected 
4 inches. 

There was no damage to the base and no buckling of the 
shaft or rods at any point. The steel rods and nuts held firmly 
and no threads were stripped. 

To reduce this test to even more understandable figures 
and to show the remarkable strength due to steel shaft and 
steel anchor and tie rod construction, it might be stated that 
a pull of 1405 pounds 12 feet above the ground, represents a 
bending moment or strain on the base of the standard of 
16,860 foot pounds, or as many engineers like to consider it, 

202,320 inch pounds. 

Robt. W. Hunt & Co., nationally known testing engineers 
of Chicago, recently made report on compression tests that 
they conducted on various sizes of Union Metal Columns and 
Shafts. The two ply shaft test, which is the regular construc- 
tion for Union Metal Lamp Standards showed the following 
results : 



Load 



R 



ema 



rk 



44,700 lbs. First indication of crushing at top. 
49,980 lbs. Buckled at 6 in. from top and seam opened. 
This test showed no damage at over 22 tons. 

These tests by disinterested parties surely bear out the engi- 
neering principle that we have followed in lighting standard 
construction for 16 years, viz., that ''the construction that pro- 
vides the greatest strength with the least weight is the logical 



one to use. 
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SECTION 2— INSTALLATION VIEWS 
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Fourteen years ago, the city of Buftato made 
its first installation of Union Metal Lamp Stand- 
ards. Large additions have been installed every 
year since that time until today the city has 
more than five thousand standards of Union 
Metal manufacture. 

Buffalo, like hundreds of other cities, uses 
Union Metal Pressed Steel Standards on ac- 
count of their beautiful, clean cut lines, their threat 
strength and safety that they provide against deaths 

and accidents. 

Standards have been designed and built to take 
care of various lighting conditions in Buffalo — 
Downtown, Residential, Parkway, Boulevard and 
tall designs for the semi-business residential sec- 
tions. 

Union Meta! and General Electric Engineers 
will point out for you the right way for your white 
way whether your requirements are for business district, 
residential or parkway lighting. 



Design No. 1523 

with 
G. E. Luminous 

Arc 

See Paiie B-206 
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One of the Union Metal Lamp Stan- 
dards in front of The State House 
Sacramento, California 

Lighting California's 
Capital Grounds 

Here beautiful standards are 
at home with stately buildings. 

The selection of Union Metal 
Lamp Standards to light and 
decorate the magnificent Capital 
grounds at Sacramento was due 
to their sharp, clean cut lines 
and fine architectural detail for 
which this product has always 
been noted. 

Is it any wonder that discrim- 
inating buyers all over the world 
install Union Metal equipment, 
when for equal prices they ob- 
tain the most beautiful standards 
made, and the same die construc- 
tion as Union Metal Columns, 
Brackets and Standards that 
adorn the entrances and foyers 
of the world's finest buildings? 

We have been solving lighting 
problems for sixteen years. May 
we help with yours? 
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Dtsign 1538 
with G. E. Form 12 Novalux 

Unit 
See Page B-212 



THEUNIONMETAL M ANUF A C T U R , ^T^^, p ^ ^ y. C r^rF^TTTTnTTT: 



Page I-lOl 




**-! 



r^^ 



FV 






Tv: 



yi^AM^ 



-- •— 



m 



inxMiiuuiiuuiuiiiJim iiiK.iiiuuaianMix^ 



UNION 



METAL 



LAMP 



STANDARDS 



ttiiwittUiU4imnuyH]< 



imiuuiiiiiiLiuuiUL[r.buuiiii]iii.uiuiiuuuuLiJtiiuiiiunjimiUMiiuimiiuiiiimui]LM]ii^ 



SECTION 2^INSTALLATION VIEWS 



fr 



**^ 



* 



I 



»tm 



itk- 






t'! 



■ C 



F'i 



\\ 



:il 



n 



Tv-T'!' 



: t^i 



**■ 



•"J 



-■> 



t*j 



w « 



Union Metal Lamp Standard 
Desicn No. 1161, ficrcd with 
G. E. Luminous Arcs. In- 
stalled on State Stieet and 
Broadway. See Page B-226. 
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Night view of Salt Lake City's new lighting system. 
This city is ont of the best lighted in the world. 



Lake City is Proud 
New Lighting System 

The ornamental lighting of Salt Lake City's 
streets was the result of two years' exhaustive 
study and experiment on the part of progressive 
business interests > city officials and engmeers 
of The Utah Power and Light Co. Their aim to 
obtain the finest business district lighting in 
the country has been realized both in the fine 
appearance of the new system and its superior 
illuminative value. 

The Union Metal Lamp Standards used on 
this job are among the largest and most hand- 
built for business district lighting. 
Safety, beauty, light weight and low cost of 
erection, were qualities so necessary on this job 
and ones provided only by Union Metal pressed 
steel construction. 

You will want these same qualities whether 
your requirements are for large spectacular 
business district standards, or small modest 
types for parkways or private grounds. 
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ignt View, iviam Street, Salt Lake City 
showing Excellent Street Illumination 



The White Way of the West 

Salt Lake City is considered to 
be one of the best lighted cities in 



e wor 



All of her ornamental 
lighting is done with Union Metal 
Lamp Standards and General Elec- 
tric Lighting Units. The Standards 
are among the largest and most 
handsome ever installed. 

After years of exhaustive study 
and experiment^ Salt Lake Busi- 
ness interests, City officials, and 
Engineers of The Utah Power and 
Light Company have realized their 
ambition to obtain a system of fine 
appearance and superior illumina- 
tive vahie. 
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Tii.s .6 Union Meta! Design No, 868 
fitted With three General Electric 
Luminous Arcs^8 panelled globe 
Installed on Main Srre-.r c_ ^'p^ ' 
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Night view showing good residential 
illumination, West Washington Street, 

Sullivan, Indiana 
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Business District 
Standard, Union Metal 
Design 807 with G. E. 
Form 12 Novalux. See 
Page B-208 



Good Lighting 
in Sullivan, Indiana 

After careful consideration by 
city officials, by the local central 
station, and by leading citizens, 
Sullivan, Indiana, found The 
Right Way for Her White Way 
by installing Union Metal Lamp 
Standards and General Electric 
Lighting Units. 

Lighting in the business dis- 
trict is provided by Union Metal 
design 807^ while the residential 
streets have design No. 1298, a 
smaller standard that closely 
nnatches the business district 
type. 

If your city has a lighting 
problem Union Metal and 
General Electric Lighting 
Specialists will help you 

work it out. 



0. 



i. : 



:>- ^- 



rfl: ' 



t: r 



Residential Standard, 
Union Metal Design 
1298. See Page R-410. 



3...«i,iii.fnim«jiii.ri:mimumM.i,i..iiicj..riiii(ii.ia«aBn^^ ..jrjiiumiii.iOiim.Biii.uiiiiumiiiut«imi.iiil]i(jaiiiwiOM, nmmnvmmmmnmvMm ^:)miini,iflOwuMiu.Ki miucmm eiiaiiiiiiuiliniuiiima mai.onffliinmoaiiMiiimN-i.ii.uii«.*n ..-(:,...« mud. i,Mm«ii it 

THEUNIONMETALMANUFACTURINGCOMPANY, CANTON, OHIO 

Um!imimmmummmmmmn-.''m»nnmmn mDi«« ,Hiiii.inii:itiH.N.im.[3i.mu,...m,uimiiinui.i-iim.„csii miHM.Mnniinminin,,iHiimiiii[ucmiiraDliaiiii-im.)iiiiinp^ nnumm tMmnma,ymmiamummmmmmmmmmmm;immmimmmun'a^^^^^^^^ ammmi 

Page MO-t 



.v.'.J' 



ii^ 



- . ,. .'-' 



dHd 



' ■ ' r^ .^^ •"'/ 



i^K, 



<^y< 



j^* 



I * 




I 



UNION 



ItMiniHI JIOIIUIBIMII- J MIII W I IIW —I iiiwii M t ■■ II I iH"ti'Omi""tunMM"'"m'" 

METAL 



iifinfl'i^iumirimmtifmniiimnnTOiiii ia ii W Il M l irW iWMit 

LAMP 



STANDARDS 




SECTION 2— INSTALLATION VIEWS 



I 



'^ *- 



;-i 



M 



n ■■■ 



-■"-<■ 



1--} 






-- ,4^_iJ-, 



Night View showing fine hghting on 

Stamford's Streets 



1 



Stamford, Connecticut Found 

Right Way for 
.Her White Way 

In planning a handsome new lighting 
system the city of Stamford insisted 
upon the most efficient form of lighting 
units to be mounted on lamp standards 
that combine beauty and safety. They 
found these qualities in Union Metal 
Lamp Standards and General Electric 
Lummous Arcs, 

Stamford officials considered it a mark 
of distinction to install Union Metal 
Lamp Standards. They graced their 
most beautiful streets with standards 
that had sharp clean cut architectural 
hnes and they protected their citizens 
against accidents and deaths due to fall- 
ing lamp standards. 

If your city has a lighting problem 
our Engineers will help you work it 
out. The making of America's streets 
brighter, safer, more beautiful, has been 
Union Metal's business for 
years. 
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Desipn No. 807 

with G. E. Form 18 

Luminous Arc 

See Page B-208 
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Night view showing remarkably good light dis- 
tribution on Sunny side Boulevard, Toronto. 
Standards spaced about 100 feet apart. 

Lighting 
They Like in Canada 

In planning the important lighting of Sunny- 
side Boulevard, the Harbor Commission and the 
Toronto Hydro Electric Company called for a 
system that combined safety with beauty and 
superior illuminative value. 

Exhaustive tests finally led to 
of Union Metal Lamp Standards 
Electric Novalux lanterns as the 
best met these requirements. 

Is It any wonder that Engineers, Lighting 
Companies and City Officials so generally select 
Union Metal equipment for lighting their streets, 
parks and boulevards, when for equal prices they 
obtain^ 

The most beautiful standards made. 

Safety against deaths and accidents 

due to the falling of standards made 

of brittle materials. 
3, The most economical standards to 

install and maintain. 
The solving of difficult lighting problems has 
been our principal business for sixteen years. 
May we help with yours? 
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Design 



S07 with G. E. Novalux 
Lantern 
See Page B-208 



4 ,— 



t * • 



SMnH..<nLmngn(ti..iu..<..,ic} mm^ ui«,H,„imiiioiami.iiMOiniiu„m:.in ,.:.,. m ™«t..m;.mnHim.im.n..m.m.iia...i m^^m^mm^m^mmm^u^^^mmmmm^^mmm^mmmmm^m>^mmmmm r« m^mm^mtmmm^m^mmumm^»im^mMmmmm>mmimmmmmmmiL^ mmm mmmmmmt 

THEUNIONMETALMANUFACTURINGGOMPANY, CANTON, OHIO 

^^^m^^mm^mmmmmmmm^mm mmmmmmi^mmmv.m mmmmmmmmmm mmmmm.'mxxm^ .mtit r.vmmmmmmi-mmmmmm'. .„.:«.,. .i,.m.„r <.>..c m.r umym^mmmvmmmm^mm^m^^xm^.mm^^mm^M .mt: ...(.■.■«.,.. •,nHai.mm.mE3m.m,m,ur„«,nr« 



Page M06 






\v- 



J 



u 



y- 



h'^n 



■.:^:V/^t<^ 



' ■rnmn 



ZX. 



JtAii&^flitf^i 




SECTION 2— INSTALLATION VIEWS 



SiVkNDA 



^■^ 



* » * 






» V 



iRht view 



ast 



evelan 



ting 



taken on 



ucli 



venue 



. •> 



.V 



Probl 



em 



dential Light 



East Cleveland, a residential citv with fortv miles 
ot gas lighted streets, was confronted last vear with 
the problem of installing a complete new svstem of 
electric street lighting. 

To solve this problem, engineers of the National 
Lamp Works oi General Electric Companv had to 
plan a system that combined good illumination, 
economical insralLtion. and low maintenance, vet 
one sufficiently ornamental to harmonize with the 
city s natural beauty. 

The design and Installation of 900 Union Metal 
Lamp Standards was an important factor in solv- 
ing Last Cleveland's difficult problem. For fifteen 
years, Lmon Metal's principal business has been 
the development of special standards to meet unusual 
lighting conditions. 
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East Cleveland Reiidentia^ 
standard. Designed and 
built by Union Metal luted 
^^tl* /General Electric Nov. 
alnxLanTerns,seepageR-418 
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NIcht view Muncierind , llchted by Union Metal Lamp Standards, Design 792 and G. E, Form 9 Novalux Units, glass canopies. 
^^ See Page B-200 



Entrance to new huilding, 
housing the general offices of 
The International General Elec- 

■ 

trie Company, Schenectady, N. 
Y. Two Union Metal Entrance 
Standards, Design No. 1176 
are fitted with G. E. Form 4 
Novalux Units with 8 panelled 

globes. 
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View of Union Metal Lamp Standards at The Panama-Pacific International Exposition, San Francisco 
where the superior Jury of Awards gave Union Metal Lamp Standards and Union Metal Columns the 
brand 1 rize or Highest Award. The giving of this award was based upon their features of Safety Beautv 
and Economy. •'' ^ 




Daylight view showing estate of CoL W. H. Morgan, AlliancerOhi^ CT^IHTd 

orm 8 Novalux Units. See Page R-400.' 



Metal Lamp Standards Design 874 with G. E. F 



s are lighted by Union 
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Night view Euclid Ave., Cleveland, Ohio, showing Union Metal lamp standards and lanterns. I his 
one stretch of lighting now covers three miles and when joined with a new section just completed on 
Euclid will make six miles of white way hghting on this one avenue alone, the longest m the world. The 
original Installation of 500 units in Cleveland has grown to nearly 5000 during the past eight years. 



See Designs, Page B-208. 



Night view, Superior Viaduct, Cleve- 
land, O. 150 Union Metal standards are 
required to light this mammoth bridge. 
Union Metal Lamp Standards are ex- 
tensively used for bridge and viaduct 
lighting in all parts of the world. Al- 
though anv Union Metal design may be 
used for bridge and viaduct lighting, 
several particularly good units are 

shown on pages S-614 and S-616. 
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SECTION 2— INSTALLATION VIEW 




Daylight view of Union Metal Lamp Standards and Lanterns surrounding the Trans-Continental Oil 
Company's filling station, Pittsburgh, Pa. Our company specializes in the creation of many special 

designs for this class of work. See Page R-'402 for design No. 880. 




Night view one of the^Mutual Oil Company's filling stations, Denver, Colo 
Lamp Standards. Design 792 with G. E. Form 9 Novalux Units. See Page 
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G. E. Form 12 Xova- 
lux Unit, adapted to 
either of these desigrns 
by tapering- fluted 
shaft from 93^^" bot- 
tom to 5" top diam- 
eter. 




G. E. Form 18 Oma- 
mental Luminous Arc 
Lamp with 8 paiiel 
globe. Adapted to 
either of these designs 
without any change in 
shaft diameter. 



n 



It 



Description and Specifications 

The difference between these two de- 
signs lies only in the base members; 
one being octagon shape and the other 
round witli more ornamentation. Both 
designs have fluted shafts with 9J4 
bottom diameter tapering to either 6 
or 5" top diameters which makes them 
particularh^ popular for supporting 
the larger sizes of Xovalux and Lumi- 
nous Arc Lighting Units. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design No. "92 with G. E. Form 9 Xovalux 

Unit. 



Design No. 1539 with G. E. Form 10 Orna 

mental Luminous Arc Lamp, 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rin^s. adapted to receive 
General Electric Lighting I'nits. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or aTiy 
other electrical equipment, 

3. Wdiere desired we are pleased to 
quote on L^nion Metal Lamp Standards 
complete w ith G. E. Lighting L'nits or 
r^nv other material referred to In 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 

without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc, 

6. Many different designs or com- 
l»i nations may be created by inter- 
chnnging !)ases. shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priminL^ coat of high gra^le m^ ' illastic 
paint, bolh inside and outside before 
leaving the factory and should l)e 
uiven finishinu coat after erection. 



Following special finishes are furn- 
ished at extra charge w hen specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary P»ronze. 



8. All 

with 



de-igns can 
copper jacketed 



extra charge. Prices 

ripplication. 



be furnislied 

shafts at an 

quoted upon 



9. Always specify exact form of 
h'ghting unit that will be used on top 
of standard. 
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G. E. Fo-m 17 Xovalux Unit (Harp, 
Tj-pe). When this unit is adapted to this 
design the shaft tapers from 9 J/2" bottom 
diameter to 6" top diameter and the stand- 
ard is numbered 792, 



Description and Specifications 

Designs 1609 and 1611 are modifica- 
tions of Design 792 shown on page 
B-200 of this catalog. In this case 
the shaft tapers from 9J^" bottom 



diameter to 5^'' top diameter and in- 
cludes Union Metal Capital drilled and 
adapted to receive General Electric 
Novalux Lanterns Forms 23 and 18. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




^ 



Design 1609 with Union Metal Capital and 
Form 23 Novalux Lantern Shaft tapers 

from 9yi" to SJ4". 



Design 1611 with Union Metal Capital and 

Form 18 Novalux Lantern. "R" Casing 

Shaft tapers from 9K" to 53^". 
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Additional Specifications 



based F. O. B 
subject to dis 



1. All list prices arc 

Canton, Obio, and are 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rin^s. adapted to receive 
General Electric Lighting Units. List 
prices do not include lii?hting units 
con^isting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
oilier electrical equipment. 

3. Where desired we arc pleased to 
quote on L'nion Metal Lamp Standards 
complete with G. E. Lighting Units or 
any otlier material referred to in 
Item 2. 

4. Specified heiglits can be changed 
to meet varv'ing lighting conditions 
without materially affecting the co^t. 

5. ^^^hen desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Man\' different designs or com- 
l)i nations may be created l>y intLr- 
changing bases, shafts, and heads of 
I'nion Metal Lamp Standards. 

7. All Standards are given sliop 
priming coat of high grade metallastic 
paint, both inside and out^side before 
leaving tiie faetory and should be 
given finishing eoat after erect i<jn. 
I^d lowing special finishes are furn- 
ished at extra charge when specified: 
Natural Copper. Verde Antique. Oxi- 
dized Copi>er or Statuary Bronze. 



8. y\ll designs can 

\N i!h c :'per ja( keted 

extra charge. Prices 
application. 



I)t. furni-lied 

shafts at an 
quoted upon 



9. Al". a^*:; specify the exact form of 
iightiiig unit that will be used un top 
of standard 
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G. E. Form 18 Orna- 
mental Luminous Arc 
Lamp with 8 panel 
globe adapted to either 
of these designs with- 
out any change in 
shaft diameter. 




G. E. Form 18 Nova- 
lux Lantern. "R'* 
Casing. In this case 
shafts must taper 
from 9^" to 5" with 
top ring drilled to re- 
ceive lantern. De- 
signs retain their reg- 
ular numbers of 647 
and 649 respectively. 



Detailed dimension print with furth- 
er specifications will be found on back 

of this page. 




t 



Desigti 647 with G. E. Form 10 Ornamental 
Luminous Arc Lamp. Shaft tapers from 

9J4" to 6'\ 



Design 649 with G. E. Form 9 Novalux 
Unit. Shaft tapers from 9^" to 6". 
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Additional Specifications 



1. All list prices are 
Canton. Ohio, and are 

count. 



based F. O. B 

snhject to (lis- 



2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rorls and lop rin,t2:s, adapted to receive 
General Electric Lightinj^ L'nits. Li.st 
prices do not include lighting units 
consisting of such items as casings, 
gIol)es, ventilators, sockets, lamps, 
etc., nor do they include Aviring or any 
other electrical equipment. 

3. AVhere desired \vc are pleased to 
(jnotc on Union Metal Lamp Standards 
complete with C. E. Lighting L'nits or 
any other material referred to in 
Item 2. 

4. Specified lieights can be changed 
lo meet varying lighting conditions 

without materially affecting the cost. 

5. \\ hen desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
binations may be created b}' Inter- 
changirjg bases, sliafts, and heads of 
L'nion Metal Lamp Standards. 

7. All Standards are given shop 
Ijriming coat of high grade metallastic 
])aini, both inside and outside before 
having the factory and should be 
given finisliing coat after erection. 
Following special finishes arc furn- 
i^lud at extra charge wlien specified: 
Natural Cor>per, Verde Antique, Oxi^ 
dized Copper or Statuary Bronze. 

j^- All designs can he furnislu-d 

with eopi)er jacketed shafts at an 

extra charge. Trices quoted 
ai>]>hcation. 



ujx^n 



9. Always sjiccify exact form of 
lighting unit that will be used on top 
of standard. 
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niin.i.si.;ij pniii DcsiKii No. 647. ApproK. 
hiiij.pmsf wciRfit i.iHfl.iiug StaiuhiT.I only 320 

lbs. 
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G- E. Form 9 Xova- 
lux Unit, adapted to 
Design 1 52 J without 
any change in shaft 
diameters. 



Cm. E. Form 18 Xova- 
lux Lantern. *"R'* 
Casing. In this case 
shaft tapers from 9'/^" 
to 5" and is fiTte<l 
with Union Metal 
Capital drilU-'l to re- 
ceive Form 18 Lan- 
tern. With this com* 
bination Standan! is 
Union Metal Design 
Xo. 1689. 



Description and Specifications 

Design 1523 with ratlier large base 
and 9J//' shaft is a particularly strong, 
sturdy standard and has been unusual- 
ly popular for installation with the 
different G. E. Luminous Arc Units. 



Buffalo. Winnipeg, Spokane and Ak- 
ron are a few of the many cilies in 
which this design has been in service 
for many years with large additions 
to the installations from time to time 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 1523 with G. E, Form 10 
mental Luminous Arc Lamp. Shaft 

iron! 9 /a" to 654". 



Orna- 

tapers 



De^tfn 1523 with G. E. Form 18 Orna- 
mental Luminous Arc Lamp. Shatt tapers 

from 9Kj" to 6 /a". 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of buch items as casings, 
glolK'S^ ventilators, sockets, lamp.s, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
an\' other material referred to in 

w' 

Item 2. 

4. Specified heights can l)e changed 
to meet varying lighting conditions 
witliout materially affecting the cost. 

5. ^^'lK n desired, bases are ar- 
ranged for j)ot heads, cut-outs, trans- 
formers, etc. 

6. Man^' differeiU designs or com- 
binations mav l)e created bv inter- 
changin.i^'- bases, shafts, and heads of 
I'nion Metal Lamp Standards. 

7. All Standards are ^iven shop 
I3rinr:ng coat of higli grade metallastic 
paint, bolh inside and outside before 
leaving the factory and -hould be 
given fmibhi ng coat after erection. 
F'ollowing special finishes are furn- 
ished at t xtra charge when specified; 
Natural Copper. Verde Antique. Oxi- 
dized Coi^ter or Statuary P*ron/e, 



^. All designs can 
with cf»p])er jacketed 



extra charge 

ai)pIicalion. 



Pri 



ices 



be furnished 

shafts at an 
quoted Upon 



^ 9. Always specify exact form of 
hVditing unit that will be used on top 
of standard. 
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G. E. Form 12 Nova- 
lux Unit N Casing 
No. 97 — 17" Globe 
adapted to Design 
807 without any 
change in shaft diam- 
eter. 




G. E. Form 18 Npva- 
lux Lantern. '*R" 
Casing. Shaft tapers 
from 7//' to 5". This 
design adapted [or 
lantern is known as 
Union Metal No. 

1842. 




G. E. Form 9 Xova- 
lux Unit. In this 
case shaft tapers from 
7//' to 6" hut de- 
sign still remains 807. 




G. E. Form 18 Nova- 
lux Lantern. *'R" 
Casing. In this case 
shaft is fitted with 
Union ;MetaI Capital 
drilled to receive 
Fomi 18 Lantern and 
design is known as 
Union Metal 1356. 




i 



Design No. 807 with G. E. Form 12 Nova- 
lux Unit. M Casing No. 104, 16" globe. 
Shaft tapers from 7^" to 5''. 



Design 842 with Union Metal Capital and 
G. E, Form 23 Novalux Lantern. Shaft 

tapers from 7J/^" to 5j^". 

Description and Specifications 

Design 842 with the ''Euclid Lantern" was designed by co-operation between city of Cleveland Architects and 
EnRmeeS The G^^^^ Electric Company, and The Union Metal Mtg. Company, The ongma ms tallation ot 

foo' "cievSnd ha"^ to nearly 5000 during the past eight years Th.s dcs.gn^ .ts modification known 

as Union Metal No. 807 has grown to be the most popular standard ^"^ the largest seller o^ 
by anyone since ornamental street Hghting started sixteen years .f^.}:^^^^^^^^ St. Paul, 

Bethlehem and Stamford, Connecticut are a few o the many notable ^"^^a''^ ^^^^^^ ■ 

Detailed dimension print with further specifications will be tound on the back of this page. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisling of such items as casings. 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or an}^ 
other electrical equipment. 

3. Where desired ^ve are pleased to 
(juote on L'^nion Metal Lamp Standards 
complete with G. E, Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying liLihling conditions 
without materially affecting tlie cost. 

5. When desired, bases are ar- 
ranged for pot lieads, cut-outs, trans- 
formers, etc. 

6. Man} dliTerunt designs or com- 
hinaliuns may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grarh- mftalla^tic 
paint, both in.side and outsidv before 
leaving the factory and should be 
given fmi^hiTig coat after t rcctiun. 
Following special finishes are furn- 
ished at extra charge when spccifit 1: 
Xatr ;1 roiJi . Verde Aniique, Oxi- 
dized Copper or Statuarv Bronze. 



^. All designs can 
with copx>cr jacketed 
extra charge. Prices 
a '■ Men. 



be furnished 

ishafts at an 

quoted upon 



Always specify exact form of 

HT.'bting unit that will be u-^d on top 

of ■- lard. 
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Forni 16 G. E. Xova- 
lux Unit Q Casin*^ 
and Xo. 97—17^-' 
globe. Shaft tapers 



from 
sign 



8" to 5 



1/ 



remains 

1537. 



Dc- 

No, 



G . E . Foi m 9 X o va - 
lux Unit. In this case 
shaft tapers from 8 
to 6" but design re- 
mains X^o. 1537. 





4 



« 



G. E. Form 17 Xova- 
lux Unit THarp 

Type). In this case 
shaft tapers from 8" 
to 6" but^ design re- 
mains No. 1537. 



Design 1610 with Union Metal Capital 
drilled to receive G. E. Form 18 Xovalux 
Lantern (18" small size '^S" Casing or 
^1" large size "R" Casing). Shaft tapers 

from 8" to 5". 
Large size shown. 

Description and Specifications 
This is one of the Union Metal eight inch diameter designs that may be variously tapered to accommodate 
the hin range 01 GE^ No^alux Lantern types of Hghtmg units. Five of the combinations are shown on this 

^"'^ Detailed dimension print with further specifications will be found on the back of this page. 



Design 1537 with G. E. Form 12 Novalux 
Unit O Casing and No, 103— U'^ Globe, 

shaft tapers from 8" to 5". 
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Additional Specifications 

1. All list prices arc based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete \vith anchor 
rods and top rings, adapted to receive 
(Jencral Electric Lighting: Units. List 
prices do not incluflc- lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamp'3, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. \\'here desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lightin.tr Units or 
any other mate rial referred to in 
Item 2, 

4. Specified heights can be chanj^H*! 
to meet varying? lighting coudiliuns 
without uiaicrially affecting tlic cost. 

5. When dc sired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many difTcrmt designs or com- 
I>inaiionv mav be created by inter- 

chnnf^ing b.i .s, shafts, and liead^ -if 
L'niun Metal Lamp Standards. 

7. All Standards are priven sh(jp 
primii ..; t<»at of high gradi- mt lallastic 
jiaini, both inside and outside before 
having the factory and -hould bv 
M n fiii'-biii*^ coal afler erection. 
l*'*>llowing special tinisht s are furn- 
ish' ' it extra ehar;.,' .bin specified: 
X.iiural Copper, Verde Antique, (Jxi- 
di7' H Copper or Statuary Bron/e. 

8. All d. ■ 

* xtra charge. 

.-I p]''i cation. 
^ Always 

liKrhuuK unit that vill be u-^H on top 

• f standard. 
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G. E. Form 9 Nova^ 
lux Unit 16" globe. 
Shaft tapers from 3" 
to 6" but design re- 
mains No. 1538. 



G. E. Form 18 Nova- 
lux Lantern (18" 
small size "S" Casing 
or 21" large size "R" 
Casing) . Shaft tapers 
from 8" to 4" small 
lantern and 8" to 5" 
for large lantern. This 
design adapted fot 
lanterns is known as 
Union ^letal No. 

1357. 




i^a^ 



G. E. Form 17 Xova- 
lux Unit, (Harp 
Type). In this case 
shaft tapers from 8" 
to 6" but design re- 
mains No. 1538. 



Design 1538 with G. E. Form 8 Xovalux 

Unit 13" glebe. Shaft tapers from 8" to 4 . 




Design 1538 with G. E. Form 12 Novalux 
Unit. O Casing and No. 103—14" globe. 

Shaft tapers from 8"' to 5". 



Description and Specifications 

This is the largest seUing 8" shaft design in the Union Metal line. 
alwavs been sold at a price so reasonable that many buyers have been 

^hnve ^hown it ^viIl be noted that this unit may be variously tapered to „_ „„ . _ _- - . 

Units and Lan erns req ir ng top shaft diameters of 6", 5" or 4" Many thousands of this design are installed 
1^ iildreds of S^ totns all over the country where low first cost was considered essential. 

Detailed dimension print with further specifications will be found on the back of this page. 



It is pleasing in appearance, yet has 
attracted to it. From the combinations 
accommodate the full range of Novalux 
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Additional Specifications 

1. All list prices arc based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Mcta! 
Lamp Standards complete ^vilh anchor 
rods and top rin^s, adapted to receive 
General Electric Lighting l^nits. List 
prices do not include Hyhting units 
consislinj:^ of such items as casings, 
globes, ventilators, sockets, lamp'^, 
etc., nor do th<.-y include wiring or any 
other electrical equipment. 

3. \\'])ere desired we are pl^^-ed to 
quote on Union Metal Lamp Standards 
conii)leU with G. E. Lighting I^nits or 
any other material referred to in 

w 

hem 2. 

4. !~^ > 'ifii i] lai^hts can be chani^ed 
to meet varying lighting conditions 

■ill ii ] ' ■illy :i(T. > ting the cost. 

5. \\*lu n desired. ba^LS are ar- 
ranged for pot heads, cut-outs, trans- 



f 



■I 1 



, etc. 



6. Many diffeicui dc-'cn*^ or com- 
hinatinns mav hv w -ted bv inter- 

ing ba ^. shafli, and lieads of 
Union M*.ial Lamp Standards, 

7. All St;i! ' -ds are unven ^' ^» 

I 1 ing coal of higli grade metallaslic 

' int, both insi<lc and r^ tsidc before 
lea ■ '^ '' ■ lory and should be 
^vtn linishing coat after erection. 
FoHowing Rp r^nl ftriv] avl- furn- 

ished at exna charge when i^pecifjed: 
Naiurai Copper, \erdc Antiq- Oxi- 
d^'-d Cr- - '' ■ iar\ Brt 
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Form 16 G, E. Nova- 
lux Unit Q Casing 
and No. _ 97—17" 
globe. Shaft tapers 



from 8" to 5 



//■ 



De- 



siarn remains Ko. 877 




Form 12 G. E. Nova- 
lux Unit. O Casing 
rnd No. 103-14" globe. 
Shaft tapers from 8" 

to S" and design re- 
mains No. 877. 



Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 877 with G. E. Form 12 Novalux 
Unit. N Casing No. 97^17". Globe shaft 

tapers from 8" to 5". 



Design 877 with G. E. Form 9 Novalux 
Unit. Shaft tapers from 8" to 6". 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anclicr 
rods and top rings, adapted to receive 
General Electric Lighting Units, List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired wt are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E, Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varx'ing lighting conditions 
wit It out materially affecting the cost. 

5. When desired, leases arc ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Afany different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade uietallastic 
paint, botli inside and outside before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ir.hed at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



8. All 
with 



designs can 
copper jacketed 
extra charge. Prices 
application. 



be furnished 
shafts at an 

quoted upon 



^J. Always specify exact form of 
lighting unit that will be used on top 
of standard. 
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G. E. Form 18 Orna- 
mental Luminous Arc 
Lamp with 8 panel 
globe. Adapted to 
either of these designs 
without any change 
in shaft diameter. 



Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 1526 with G, E. Form 10 
mental Luminous Arc I-amp. Shaft 

from 9J4" to 6". 



Orna- 
tapers 



Design 1527 with G. E. Form 10 
mental Luminous Arc Lamp. Shaft 

from 9yi" to 6'\ 



Orna- 

tapers 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rini^s. adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or anv 
other electrical equipment. 

3. Where desired we are pleased to 
quote on L^nion Metal Lamp Standards 
complete with G. E. Lighting LTnits or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Man\- different designs or com- 
binations may ])e created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coal of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra cliar^e when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



^- All designs can 
with copper jacketed 
extra cliarge. Prices 

iilJplicalion. 

5. Always specify 
lighting unit that will 
of standard. 
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G. E. 

lux 



Form IS Xova- 
Lantern, "R" 

Casing, 



(Enlarged size show- 
ing closer view of 
bracket mounting) . 




C. E. Form 10 Orna- 
mental Luminous Arc 

Lamp. 

(Enlarged size show- 
ing closer view of 
bracket mounting). 

Description and Specifications 

These two trolley pole casing de- 
signs were first made for Gloversville, 
New York, By combining Lighting 
Standards and trolley poles, the num- 
ber of sidewalk obstructioiis are re- 
duced and the otherwise plain, homely 
trolley poles are covered and orna- 
mented. 

Time is more and more proving that 
Union Metal pressed steel construction 
is the only practical method of or"^- 
mental casing standard. 




Design 1641 One Light TroHey Pole, cas- 
ing type with G. E. Form 12 Novalux Umt, 

N Casing No. 97, 17" globe. 



Design 1642 Two Light Trolley Pole, cas- 
ing type with G. E. Form 12 Novalux 
Units, N Casing Xo. 97, 17" globe. 



These standards are designed to encase a standard 7", 6", 

tubular steel pole can be accommodated by mcreasmg shaft 
the ground line. 



5" tubular steel trolley pole. A standard 8", 7", 6" 

1 foot in length, making the light source 17' 7" above 



Detailed dimension print with further specifications will be found on back of this page. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Uilion Metal 
Lamp Standards complete with top 
rings, adapted to receive Genera! Elec- 
tric Lighting Units. List prices do 
not include Hghting units consisting of 
such items as casings, globes, ventila- 
tors, sockets, lamps, etc., nor do they 
include wiring or any other electrical 
equipment. List prices do not include 

tubular steel trolley poles but the^^ will 

be quoted upon and furnished by us 
when desired. 

3. ^Vhcre desired we are pleased to 
<iuote on L^nion Metal Lami) Standards 
complete with G. E. Lighting Units or 
any other nuikrial referred to in Item 

2. 

4. Specified heights can be changed 
to meet varying hghting conditions 
without materially affecting the cost. 

5. Many different designs or com- 
binations may l^e created by inter- 
changing l)ascs, shafts, and heads of 
Union Metal Lamp Standards. 



6. All Standards arc given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should l)e given 
finishing coat after erection. Follow- 
ing special finishes arc furnished at 
extra charge wlien specified: Natural 
Copper, Verde Antique, Oxidized Cop- 
per or Statuary Bron/:e. 

7. All designs can be furnished with 
copper jacketed shafts at an extra 
charge. Prices quoted upon applica- 
tion. 

8. Always specify exact form of 
lighting unit that will be used on toj) 
of standard. 
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Dimension piint Design \o. 1641-^1 light. 
Ai>i)rox. shipping weight Lighting S* d- 
ard only (exclusive of tubular steel trolley 

pole) 680 lbs. 
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G. E. Form 9 Xova- 
lux Unit adaptetl lo 

Design 1655 only, 
fEnlarK'-d size show- 
ing closer view of 

bracket mounting). 




i'l. E. Form 18 Xova- 
lux Lantt-rn IH" small 
sue "S** Casing. May 
be adapted to De-^ i 
\o. 166 J. 



Description and Specifications 

Dc^ii^'n 1655 corrf^i)on(Is to design 
1642 shown on [la^cs H-218 and H-IV) 
except tliat it is shown hrrc with rv^u- 
lar Union Metal anchor rod and tic 
rod construction and is not used in 
combination with tuhuhir steel trolley 
pole. 

The Union Metal principle ot '*great- 
cst strength for least weight" permits 
tlie installation of these handsome, 
large standards without con ' mtly 
fearing the povsihlc loss of Ufc and 
property due to the shattering and 
falling of brittle standards. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 
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Desitin 

Foiiu 

Lamps. 



1655—3 Light fitted with G. E. 

10 Ornamental Luminous Arc 

Standard 19 ft. to light source. 



Design 1663—2 Lifht fitted with G. E. 
Form 12 Novaliw Unit*. M Casing No. 
104_16- globe. Shaft up«ri from TJi" lo 
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Additional Specifications 

1. All list prices are based F. O. B, 
Canton, Ohio, and arc subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamp^, 
etc., nor do they include wiring or anv 
other electrical equipment. 

3. Where desired we are pleased to 

quote on Union Metal Lamp Standards 

complete with G. E. Lighting Units or 

any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
L'nion Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and out:5idc before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes arc furn- 
ished at extra charge when specified: 
Natural <'opper, Verde Antique, Oxi- 
dized Copper or Statuarv Bronze 



8, All 

with 



designs can 
copper jacketed 
extra charge. Prices 
application. 



be furnished 
shafts at an 

quoted upon 



9. Al 



\says specily exact form of 
lighting unit that will be used on top 
of stanrlard. 



C. E. roUi 12 HCVAliJX 
"U" CASINO NO. 104 GLOBE 




2 Light. 
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G. E. Form 18 Nova- 
lux Lantern. 21" 
large size *'R" Casing 
for use with these de- 
signs. 



(Enlarged size show- 
ing closer view of 
bracket mounting.) 



Description and Specifications 

These standards were first designed 
for Durham, N. C. They are compara- 
tively inexpensive types for trolley 
pole casing service and permit the 
electrical cables to run up between the 
ornamental casing and tubular steel 
trolley pole. The tubular steel trolley 
pole is not weakened by cutting cable 
holes in at the base and out at the 
center section; neither are cables bur- 
ied where they are practically inac- 
cessible. Union Metal Casing type 
construction is considered standard 
wherever this type of lighting equip- 
ment IS installed. 

These designs accommodate stand- 
ard 7", 6", 5" tubular steel trolley 
poles. 

Detailed dimension print with 
further specifications will be found on 
back of this page. 




1^ 



Design 1876—2 Light Trolley Pole, casing 

type with G. E. Form 23 Novalux Lanterns. 



Design 1874—2 Light Trolley Tole, casing 

type with G, E. Form 9 Novalux Units. 
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Dimt-n^iun print Design No. 1874. Approx 
shipping wei-ht Lighting Standard only 



545 lbs. 



SECTION 3— BUSINESS DISTRICT LIGHTING 




Additional Specifications 

1, All list prices are based F. O, B 
Canton, Ohio, and are subject to dis 
count, 

2. List prices cover Union 
Lamp Standards complete 
top rings, adapted to receive 
eral Electric Lighting Units, 
prices do not include lighting 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc.,_ nor do they include wiring or any 
other electrical equipment. List prices 
do not include tubular steel trolley 
poles but they will be quoted upon and 
furnished by us when desired. 

3* Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

6. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



be furnished 

shafts at an 
quoted upon 



7. All designs can 
with copper jacketed 
extra charge. Prices 
application. 

8. Always specify exact form of 
lighting unit that will be used on top 
of standard. 
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Dimension print Design No. 

shipping weii,-ht Lighting 

730 lbs. 



1876. Approx. 
Standard only 
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G. E. Form 18 Nova- 
lux Lantern, 21" 
large size '*R" Cas- 
ing. Adapted to De- 
sign 901 only. 



Description and Specifications 

In many cases it is desirable to uti- 
lize existing trolley poles, thereby re- 
ducing the number of obstructions on 
the street. It costs but little more to 
have an ornamental lighting system 
instead of just an ordinary row of 
lights. 

With Union Metal Casing Standards 
the unsightly tubular steel trolley 
poles are entirely concealed by the 
ornamental standards. Many cities 
throughout the country have adopted 
this method because they recognize 
in it the only practical treatment for 
combination trolley pole, lighting 
Standard installations. These designs 
are made to encase standard 7'\ 6", 5" 
tubular steel trolley poles. 

Detailed dimension print with furth- 
er specifications Avill be found on back 
of this page. 




Design 890 — 1 Light Trolley Pole Casing 

Type Standard fitted with G. E. Form 10 

Ornamental Luminous Arc Lamp, 



Design 901—1 Light Trolley Pole Casing 
Type Standard fitted with G, E. Form 9 

Novalux Unit. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton. Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with top 
rings, adapted to receive General Elec- 
tric Lighting Units. List prices do not 
include lighting units consisting of 
such items as casings, globes, venti- 
lators, sockets, lamps, etc., nor do they 
include wiring or any oilier electrical 
equipment. List prices do not include 
tubular steel trolley poles, but they will 
be quoted upon and furnished by us 
when desired. 

3. Whore desired we are pleaded to 
quote on I'nion Metal Lamp Standards 

complete with <]. V, Lighting Unit^ or 

any other material referred to in Item 
2 

4 Specifp 1 heights can be changed 
!<» meet varying liKliling conditions 
without materially affecting ilie cost. 



S ^' 
binations 



. 'lifferent designs or corn- 
may be rreated by inter- 
changing ha- V '^ . and heads of 
I'nion ^f.*»aI Lamp Standards. 



6. All stanr'r^irds arc gi\en ^!kji> 
prim ■ J i ' .»i hijrh jjradc metallastic 
, ,. .1, lioth inside a*id outride I'M-forc 
leaving the fnrtory and should be 

fimvhi ^ roat after erection 
holluw ing special finishes arc furn- 
ish-l at extra eha . ' n >,pee.iied; 

-=' :ral L»*ppci, \'crde Antique, Oxi- 
dized Copper or S*- lary Bron/t. 
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Description and Specifications 

These standards were designed and 
built for the Hghting of Salt Lake 
City. Design 1161 for State Street 
and Broadway and Design 868 for 
Main Street. Either design is well 
adapted to the lighting of prominent 
boulevards and wide thoroughfares. 

Both designs completely telescope 
over tubular steel trolley poles, the 
trolley span wires passing through the 
outer ornamental casing into the inner 
tubular steel pole. 

Design No. 1161 can be furnished 
with Union Metal tie rod construction, 
eliminating the use of trolley pole. 
Apply for prices for this construction. 

Union Metal patented pressed metal 
construction is the only one that can 
be practically and successfully applied 
to the manufacture of standards of 
this design and size. The production 
of these standards clearly reflects our 
ability to produce the largest and most 
difficult designs. 



Design 1161—3 Light Trolley Pole Casing 
Type Standard, fitted with three G. E. Or- 
namental Luminous Arc Lamps (may also 

be used as two light unit,) 




1 

I 

i 



Design 868—3 Light Trolley Pole Casing 
Type Standard fitted with G. E. Form 18 
Ornamental Luminous Arc Lamps, 8 pan- 
elled globes. 



Detailed dimension print with further specifications will be found on back of this page. 



THF TTNION METAL MANUFACTURIjNCj CU., L.Ai>iUi>, univj 



WituinbLCuumjiuiiUiii Jiiiiim 'umiEMumi ji II iiiJiiiii [ wmiiu^^^ ' 



Page B-226 



_^ 



■r ''T''^ 



'*.V- 



A V 






H.I 





Mitfinaj ihhuhiic] t\ iinn nrm i ( iniiri i 



UNION 



METAL 




^ 



miimitroinrjmiUKMBMIDtiimmiDwraiiraroinuuniiiffliil^^ 

LAMP STANDARDS 

SECTION 3— BUSINESS DISTRICT LIGHTING 




"riv 



9, I. L^IriMB 

PUU L« 









U TV ABU 

r^oTFts 01 Mr 






'«<-'. 

L-*?-; 



r- rl 



M-V>* 



awr: if" su. 



/ 






&: 






«iW?W^ 



/ 



«■•'»■ — 



■M 






1 -. Dv ''t' \o. 868. AiM>ro\. 
^^*' - ' "^ »« Siantlard unlv 



ic;^ 



jt>*. 



Additional Specifications 

1. All list prices arc based F. O. B. 
Canton, Ohio, and are subject to dis- 
count* 

2. List prices cover Union Metal 
Lamp Standards complete with top 
rings, adapted to receive General Elec- 
tric Lighting Units. List prices do not 
include lighting units consisting of 
such items as casings, globes, venti- 
lators, sockets, lamps, etc.^ nor do they 
include wiring or any other electrical 
equipment. List prices do not include 
tubular steel trolley polesj but they will 
be quoted upon and furnished by us 
wben desired. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any otlier material referred to in Item 
2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materialh- affecting the cost, 

5. Many dififerent designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

6. All Standards are given shop 
priming coat of high grade metallastic 
paint, l)oth inside and outside before 
leaving the factory and should be given 
finishing coat after erection. Follow- 
ing special finishes are furnished at 
extra charge when specified: Natural 
Copper, \ erde Antique, Oxidized Cop- 
per or Statuary Bronze. 

7. All designs can be furnished 
with copper jacketed shafts at an extra 
charge. Prices quoted upon appHca- 
tion. 

8. Always specify exact form of 
Hghting unit that will be used on top 
of standard. 
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METAL LAMP STANDARDS 

SECTION 3— BUSINESS DISTRICT LIGHTING 




Design 882—1 Light Trolley Pole Bracket 
wIlH G. E. Form 9 Novalux Unit, 




G. E. Form 23 Nova- 
lux: Lantern adapted 
for mounting on 
bracket No. 882. This 
combination is called 
No. 1967. 




Design 656—1 Light Trolley Pole Bracket 
with G. E. Form 10 Ornamental Luminous 

Arc Lamp. 




Design 1690—1 Light Trolley Pole Bracket 
with G. E. Form 9 Novalux Unit. 




Design 1692—1 Light Trolley Pole Bracket 
with G. E. Form 18 Novalux Lantern 18'' 

small size, "S" casing. 




G. E. Form 18 Nova- 
lux Lantern 21" large 
size '*R" Casing for 
mounting on bracket 
No. 1690. This com- 
bination is called No. 

1717. 




G. E. Form 12 Nova- 
lux Unit O Casing 



and No. 

globe for 
on bracket 
This combination 



103—14'' 

mounting 

No, 1692. 

is 




i\ 



Design 1691 — 1 Light Trolley Pole Bracket 
with G. E. Form 10 Ornamental Luminous 

Arc Lamp. 




Design 898—1 Light Trolley Pole Bracket 
with G. E. Form 8 Novalux Unit. 




will be found on back of this page. 



called No. 1968. 

Detailed dimension print with further specifications 
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Dirr.cnsicn print Bracket No. 656. Approx. 
shipping weight Bracket only 192 lbs. 




D ion print Brackti Xo. 1690. Approx. 

shipping weight Bracket onjy 80 lbs. 




Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices do not include light- 
ing units consisting of such items as 
casings, globes, ventilators, sockets, 
lamps, etc., nor do they include wiring 
or an^- other electrical equipment. List 
prices do not include tubular steel trol- 
ley poles I>ut they will be (juoted upon 
and furnished by us when desired. 

3. \\'herc desired wc are pleased to 
quote on Union Metal Trolley Brack- 
ets complete with G. E. Lighting Units 
or any other material referred to in 
Item 2. 

4. All Jkackets are g-iven shop 
priming coat of high grade metallastic 
paint Ijofore leaving the factory and 
should be given finiishing coat after 
erection, 

5. Always specify exact form of 
IiMhluig unit that will l)c used on top 
of r^rarket. 



Note: All braclcLts listed on this page can 
be furnishtci to fit any size of steel tub- 
ular Polf. 



Hm 



I . «~L 4 



. *. ' L..4ckti No. 898. Approx 
ng H. y^ Brae- !, 60 Ib^ 
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G. E, Form 13 Nova- 
lux Unit J Casing 
and No. 92-14" globe. 
Shaft tapers from 8" 

to 4". 



G* K Form 12 Nova- 
lux Unit O Casing 
and No. 103-14" globe. 
Shaft tapers from 8" 
to 5" but design re- 
mains No. 874. 



Description and Specifications 

For ten years Design 874 has been 
one of our most popular standards for 
residential and park lighting- with 
6V2" shaft diameter tapering to 4" or 
5" depending upon the form of Nova- 
lux Unit used. This design is fairly 
massive and not so thin and spindling 
as designs that are usually offered in 
competition with it. 

It is a well proportioned, handsome 
design from the ground line to the top 
of the General Electric Lighting Units 
that are sold with it. 

Detailed dimension print with 
further specifications will be found on 
back of this page. 




Design 874 with G. E. Form 8 Novalux 
Unit- Shaft tapera from 8" to 4", 



Design 874 v?ith G. E. Form 8 Novalux 
Unit No. 3 casing and No. 103 — 14" globe. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and tup rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipments 

3* Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Hem 2. 

4. Specified heights can be changed 
to niL'ct varying lighting conditions 
without materially aff^-cting the cost. 

6. WTien desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formerr, etc, 

6. Many different designs or com- 
binations may Lc^ created by inter- 
changing: bases, shafts, and heads of 
Uniun Metal Lamp Standards. 

7. All Standards are given shop 

primiiig coat of high grade metallastic 
paint, both inside and outside before 
leavinir the factory and should be 
given finishing coat after t r tion. 
Follouing i»pacial finibhea are fum- 
iahed at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
diiad Copper or Statuary Bronze. 



8. AH deffignR can 
with copper jacketed 
extra charge. Pri 
applirstion. 



be furnished 

shafts at an 

quoted upon 



•. Alwajra specify exact furm of 
lightlnf unit that will be used on top 
of standard. 






/ 







MM Muar pwbmer 



h — l»* 01* J 

f-JM I I 




4- UAO, 



»ouK ^ LMM* nu fttO^ 

— PLAH or ftASl — 



•T4 




Dm^ii No. t74. Approx. 
Liirbtini^ BtAndard only 

160 Jbft. 
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Description and Specifications 

Union Metal and General Electric 
Engineers have worked out these at- 
tractive combinations of standards and 
lanterns for residential and parkway 
service. In shape and design the lan- 
terns are duplicates of Form 18 and 
Form 23 street lighting lanterns 
shown in other pages of this catalog, 
but these units have 18" diameters in- 
stead of 21" in the larger lanterns. 

Detailed dimension print with 
further specifications will be found on 
back of this page. 

These standards can be arranged to 
receive either of the lanterns shown 
above. Design numbers of standards 
remain the same. 




Design 880 with Union Metal Capital and. 
Form 23-A Novalux I^nttrn, small size. 
Shaft tapers from 6Va" to 4". 



Design 1572 with Union Metal Capital and 
form la Novalux Lantern. 18" Bmall tine 

"S" Caaing. 
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Additional Specifications 

L All list prices are based F. O, B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete Avith anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment, 

3. Where desired v^^e are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 

without materially affecting the cost. 



5. A^Tien desired, 
ranged for pot heads, 
formers, etc. 



bases are ar 
cut-outs, trans 



6, Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and uutside before 
leaving the factory and should be 
given finishing coat after erection. 
Fulluvviug tipecial finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



8. All designs can 
with coppt-r jacketed 
extra cha rge. Prices 
application. 

9- Always specify 
lighting unit that will 
of standard. 



be furnished 

.shafts at an 

quoted upon 



exact form of 

be used on top 
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Dimeneion print Desigrn No. 880. Approx 

shipping weight Standard onJy 175 lbs. 
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Description and Specifications 



These standards as shown are 
14' 8" high overall and W to the 
light source. They were first de- 
veloped for installation 
gasoline filling stations 
filling a need for bridge 
and for installation in 
grounds and estates. 



around 
but are 
lighting 

private 



These lanterns were developed 
for residential lighting in East 
Cleveland and are fitted with 
prismatic refractors inside the 
globes for directing the light m 
useful directions. 

Detailed dimension print with 
further specifications will he 
found on back of this page. 







Design 1701—1 L{ght with G. 
25-B Novalux Unit (suspended 

tern). 



E. Form 

type Lan- 



Design 1702—2 Light with G. E. Form 

25-B Novalux Unit (suspended type Lan- 
tern). 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rin^s, adapted to receive 
General Electric Lighting L^nits, List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do thej^ include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete \\ith G. E. Lightiiig Units or 
an3^ oilier material referred to in 
Item 2. 

4 Si'ecifiet! lieiglils can be changed 
to meet varying? lighting coiiditions 
without mrileriall}' affecting the ccr t. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
foi nit 1 >, etc. 

6. Many different designs or com- 
binations may be created by inter- 
^han^ing bases, shafts, and headb of 
I'nion Metal Lamp Standards. 

7. All Standards arc given shop 
priming coat of high grade metallastic 

T^-iint, both inside and out M' before 
Kaving the faetory and should be 
Kivcn finishing coat after erection. 
Follf.wTtig hi *al fii ■ 'es are furn- 
..'i.J at extra charge when specified: 
.Natural Copp ^ Verde Antiqi: , Oxi- 
dized Copper or Statuary Bronze. 



» * * 



bo furni-li' 1 

shafts at an 
qiiottd upon 



8. All d' Mgns can 

'^h coj~; r ja- \ ■. lid 

* xira charge. Prices 

ap]>licaiion. 

'K Alv.ays ,.ecjfy exact form of 

;-*»;*ting unit that will be -^-ed on t , 
of standard. 
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G. E. Form 18 Nova- 
lux Lantern 18" small 
size *'S" Casing. In 
this unit standard is 
furnished with Union 
Metal capital drilled 
to receive lantern and 
design is number 1694. 
Shaft tapers from 7 

to 4". 



G- E. Form 12 Nova- 
lux Unit with O Cas- 
ing and No. 104—14" 
globe. Shaft tapers 
from 7" to 5" but 
design remains No. 

1292. 



9i 



Description and Specifications 

This is a handsome residential or 
parkway design with slightly larger 
base than designs 874, 856, etc. Un- 
like the other residential designs it 
has an octagon base member 18" from 
face to face, with well proportioned 

base height of 24". With ten foot 
steel shaft, the light source can be 
brought up to 13' 8" which is some- 
what higher than most residential 
standards reach. 

Detailed dimension print with 
further specifications will be found on 
back of this page. 




%i 



Design 

Unit F 



1292 with G. E. Form 8 Novalux 
Casing, rippled glass. Shaft tapers 
from 7" to 4". 



Design 1292 with G, E. Form 13 Novalux 
Unit J Casing and No. 92—14" globe. 



Shaft tapers from 7" to 4 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count, 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc* 

I 

6. Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



be furnished 

shafts at an 

quoted upon 



8. All designs can 
with copper jacketed 
extra charge. Prices 

application. 

^ 9. Always specify exact form of 
lighting unit that will be used on top 
of standard. 
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Dimension print Design No 
shipping weight Lighting 

200 lbs. 



1292. Approx. 
Standard only 
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G. E. Form 12 Nova- 
lux Unit O Casing 

and No. 103—14" 
globe. In this case 
shaft tapers from 6^" 
to 5'' l3Ut design re- 
mains No. 1571, 



G. E. Form 13 Nova- 
lux Unit with J Cas- 
ing and No. 92 globe. 
In this case shaft 
tapers from 6^2" to 
4" but design remains 

No. 1571. 



Description and Specifications 

These two designs are residential 
types corresponding in shape with 
business district design 807 and 842 
on page B-206 of this catalog. 

They were developed to meet the de- 
mand for a smaller size standard to 
extend into the residential districts of 
cities and towns from the point where 
the larger white way standards stop. 

They are quite flexible In that they 
accommodate a large range of Gen- 
eral Electric Novalux Units requiring 
top shaft diameters of 4" and 5". 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 

Design No. 1571 was first developed 
for Bexley, Ohio, the high class resi- 
dential section of Columbus, Ohio, the 
original installation consisting of over 
300 standards. 




Design 1571 with G. E. Form 8 Novalux 
Unit, Shaft tapers from 6>i'' to 4". 



+ 

Design No. 1693 with Union Metal Capital 

and G. E. Form 18 Xcvalux Lantern. 18" 
small size **S" Casing. Shaft tapers from 

6J4'' to 4". 
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Additional Specifications 

1. All list prict's are based F. O. B, 
CaiUon, Ohio, and arc subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lightinj^ L'^'nits. List 
prices do not include lighting units 
consisting- of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. \A here desired we are pleased to 

(juote on L^nion Metal Lamp Standards 
complete with G, E. Lighting Units or 

any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
binations ma_v be created by inter- 
changing bases, shafts, and heads of 
L'nion Metal Lamp Standards. 

7. All Stan(lar<ls are given shop 
priming coat of high grade nietallastic 
paint, both inside and outside before 
leaving the factory and should be 
ixn-L'u rmishing coat after erection. 
Following special finishes are furn- 
i.^hed at extra charge when specified: 
Xatnra! Copper. Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



be furnished 

shafts at an 

quoted upon 



8. All design^ ean 
with copper jacketed 
extra charge. Prices 
application. 

9. Always specify exact form of 
lighting unit that will be used on to]^ 
of standard. 



C. E. FORM e JJDVALOi 
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G. E . Form 8 Nova- 
lux Unit F Casing 

and No. 39 — 13" 
globe. Shaft tapevs 
from 65^" octagon, to 
4" octagon and de- 
sign is called No. 
1082. ^ Design No. 
1298 is so modified 
that the shaft is fluted 
to harmonize with the 

base. 



G. E. Form 18 Nova- 
lux Lantern 18" small 
size "S'* Casing. 
Shaft tapers from 6j^" 
octagon to 4" o'ctagou 
and design is called 
No. 1082. 
shaft tapers 
octagon to 
top design 



Where 

from 6^2" 

4" fluted 

is called 



No. 1298. 



Description and Specifications 

Design 1082 has octagon shaped base 
blending into a 6J^'^ octagon shaped shaft 
which tapers to 4" top and accommo- 
dates an octagon shaped General Elec- 
tric Novalux Casing. 

Design No. 1298 is so modified that 
the shaft is fluted to harmonize with 
the base. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 
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Design 1082 (Octagonal Type) with G. E. 
Form 13 Novalux Unit J Casing and No. 
92—14" globe. Shaft tapers Irom 6J^" octa- 
gon to 4" octagon. 



Design 1298 with G. E. Form 8 Novalux 
Unit No. 3 Casing and No. 103—14" globe. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton. Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not includes lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be clianged 
to meet varying lighting conditions 
\\ithout materially aflfecting the cost. 



5. When desired, 

ranged for pot heads, 
formers, etc. 



bases are ar- 

cut-outs, trans- 



6. Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
T'nion Metal Lamp Standards. 

7. All Standards are given shop 
r»riming coat of high grade metallastic 
paint, both inside and outbide before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Anti(jue, Oxi- 
dized Copf)er or Statuarv Hron?:e. 



8- All design"^ ran 
with copper jacketed 
extra charge. Prices 

application. 

9, Always specify 
lighting unit that will 
of standard. 



l)e furnished 

shafts at an 

quoted upon 



exact form of 
be used on tr^j) 
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T^ . . .oil print Dt-'"n \o. 1082. Approx. 
shipping weighl Lig}iimg Standard only 185 

lbs. 
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G. E. Form 16 Nova- 
lux Unit Q casing 
and No. 97—14" 
globe. Shaft tapers 



from 8" to 5 
sign remains 



and de- 
Xo. 856. 



G. E. Form 17 Xova- 
lux Unit (Harp 
Type). Shaft t; rs 
from 8" to 6" and de- 
sign remains No. 85'«. 



Description and Specifications 

Dcbign 856 ha.s bct-n oik- of our pop- 
ilar residential and park liKhtinK staml- 
ards for many years. It i^ one of the 
inexpensive types, yet is sufificicnlly 
ornamental for all practical purposes. 
With 8" shaft tapering: to either 4" or 
5" at the top. it can accommodate a 
wide range of Novalux Units. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 
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Design 
Unit. 



856 with G. E. Form S Novalux 
F casing and No. 39— UV globe. 
Shaft tapers from S" to 4". 



Desisrn 1695 with Un Metal Capital 

drilled to reccJTC G. E. Form 2J-A Novalux 
Lantern nnall sue Shaft upcr» from $" 




THE UNI ON 



METAL MANUFACTU R ING CO.. CANTON, OHIO 




Page R-412 



rr 



^^ 



A< 



V T 












s:>a?, 



:vV?*JKr;^ 



^i-i'jti- 




UNION 



METAL 



LAMP 



STANDARDS 




I 




SECTION 4-RESIDENTIAL. PARK AND BOULEVARD LIGHTING 



Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and arc subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rinr's adapted to receive 
General Electric Lighting L^nits. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, soclccts, lamps, 
etc., nor do tliey include wiring or any 
other electrical equipment, 

F 

3. Where desired we arc pleased to 
quote on L^nion Metal Lamp Standards 
complete with G. E. Lightincr Units or 
any oihtr material referred to In 
Item 2. 

4. Specified heights can be changed 
to meet varyinj^ lighiin.i? conditions 
without materially affecting the co-^t. 

5. \\''hen desired. Ija^es are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many difTcrcnt design^ or com- 
binations may be created by inter- 
changing: ba-es, shafts, anrl heads of 
Tnion Aletal Lamp Statulards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, l)oth inside and outside before 
leaving the factory and diould be 
given finiilung coal after erection. 
I'ollowing special finishes are furn- 
iOud at extra charge when specified: 
XaiTiral Copper, Verde Antique, Oxi- 
dized Copper or Statuary lironze. 



8. All deilgn> can 
with copper jacketed 
extra chnrp^e. Prices 
application. 



be furnished 

shafts at an 

quoted upon 



y. Always specify exact form of 
lit^'hting unit that will be u^ed on top 

of standard. 
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Description and Specifications 

Design 1122 is our lowest 
priced standard designed for in- 
stallations where low first cost 
is the vital factor. Even though 
sold at so low a figure, it is a 
well proportioned harmonious 
design and has the same rugged 
strength and quality of materials 
that enter into the construction 
of our higher priced standards. 

Design 1053 was developed as 
a two light residential standard 
to match Design 874, page R-400, 
single light unit. 

Detailed dimension print with 
further specifications will be 
found on back of this page. 




Design 1122 with G. E. Form 8 Xovalux 

Unit, F Casing and No, 39—13" globe, 

Shaft tapers from 6J^'' to 4". 



Design 1053 — 2 Light Residential type with 
Form 8 Xovalux Units. F Casing and No. 
39_13'' globe. Shaft tapers from 6J4" to 

3 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count, 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 

F 

General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union ^letal Lamp Standards 
complete with G. E, Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 



5. When desired, 
ranged for pot heads, 
formers, etc. 



bases are ar- 
cut-outs, trans- 



6. Many different designs or coni- 
binaliuns may be created by inter- 
changing bases, shafts, and heads of 
L'nion Metal Lamp Standards. 

7, All Standards are given shop 
priming coat of high grade mctallastic 
paint, both inside and outside before 
leaving tJie factory and should be 

given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



8. All designs can 
with copper jacketed 
extra charge. Prices 
application. 



be furnished 
shafts at an 
quoted upon 



9. Always specify exact form of 
lighting unit that will be used on top 
of standard. 
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JJimension print Design No. 1122. Approx. 
shipping weight Lighting Standard only 100 

lbs. 
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Description and Specifications 

In the introduction of this catalog, 
we referred to the unequalled qualifi- 
cations of our Designing Department 
to produce handsome designs of stand- 
ards. 

The Union Metal residential and 
park lighting line as fully as any other 
section of this catalog, reflects the abil- 
ity of that department. 

They have g^iven the most careful 
consideration to the perfect blending 
of beauty and economy. 

The designs are handsome, yet the 

cost is so reasonable that the stand- 
ards may be used in quantity for any 
lighting proposition. 

Other shapes and sizes of glo!)es 
may be used in place of the 16" ball 
globe shown in the accompanying pho- 
tographs. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 
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Design 



^.. No. 717 Residential and Parkway 

Standard with Union Metal capital and ball 

globe, Shaft tapers from 8" to 5'. 



Design Xo. 883 Residential and Parkway 

Standard with Union Metal cai)ital and ball 

globe Shaft tavcr* from 6^4" to 4". 
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Description and Specifications 

East Cleveland, a residential city 
with forty miles of gas lighted streets, 
was confronted with the problem of 
installing a complete new system of 
electric street lighting. 

To solve this problem, engineers of 
the National Lamp Works of General 
Electric Co. had to plan a system that 
combined good illumination, economi- 
cal installation and low maintenance. 
yet one sufficiently ornamental to har- 
monize with the city's natural beauty. 

The design and installation of 900 
Union Metal Lamp Standards shown 
in this page was the result. Design 
1260 — 20 ft. to light source was used 
on wide main thoroughfares where the 
light would not be seriously obstructed 
by trees. The lighting source is 6 ft. 
out from the center of the standard. 

4 

Design 1360 — 16 ft, to light source, 
was used on strictly residential streets 
where overhanging limbs might ob- 
struct the light. Light source 4' 6" 
out from center of standard. 

Tubular steel pole with 4" — 3" diam- 
eter sections. Base with door separate 
from tubular steel pole provides orna- 
mentation. 




Design 1260—1 Light with G, E- Form 
25 -B Xovalux Unit (suspended type lan- 
tern) 20 ft. from ground line to light 

source. 



Design 1360 — 1 Light with G. E. Form 
2S-B Novalux L^nit (suspended type lan- 
tern) 16 feet from ground line to light 

source. 



Detailed dimension print with further specifications will be found on back of this page. 
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Dimension print Drsi^n Xo. 1360 Approx. 
shi. , Aig wtiirlit com]>Icie stan(]ard inclmi- 
nic' tubular - \'. 1, racket arul liase, but 

wiiljvuT lanJtrn 445 llis. 



Additional Specifications 

1. All list prices are based F. O, B. 
Canlon, Ohio, and arc subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete including 
tubular steel poles, bases and brackets 
as ii]dicated in accompanying dimen- 
sion printb, adapted to receive G. E. 
Lighting Units. List prices do not in- 
clude lighting units consisting of such 
items as lantern globes, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. WMicre desired we are pleased to 
(piotc on Union Metal Lamp Standards 
complete with G. E. Lighting Units 
or any other material referred to in 
Item 2r 

.4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. All Standards are given shop 
priming coat of higli grade metallastic 
paint, both inside and outside before 
leaving the factory an^ should be given 
finishing coat after erection. Follow- 
ing special finishes are furnished at 
extra charge when specified: Natural 
Copper. Verde Antique, Oxidized Cop- 
per or Statuary Bronze. 

6. Always specify exact form of 
lighting unit that will be used with 
the standard. 




Dimension print Design No. 1260. Approx. 
shipping weight complete standard includ- 
ing tubular pole, bracket and base, but 

without lantern 475 ibs. 
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G. E. Form 18 Xova- 
lux Lantern 18" small 
size ''S" casing. Top 
ring of standard 
drilled to receive lan- 
tern. Shaft tapers 
from 6V2" to 4" and 
design remains No. 

1348. 



G. E. Form 24 Pen- 
dant Lantern 21" 
large size or IS" small 
size. Standard still 
remains Design No. 

895. 



Description and Specifications 

Design 1348 was developed for ex- 
tensive use in lighting parks and park 
boulevards in Buffalo- Although con- 
siderably smaller the base corresponds 
rather closely with large standard de- 
sign No. 1523 shown on page B-206 of 
this catalog which is used extensively 
in the business streets of Buffalo. 

Design 895 (shepherd's crook) type 
was first developed for Buffalo streets 
that were not strictly business dis- 
tricts, nor strictly residential or park- 
way. This design conibines the rather 
high mounting necessary to greater 
spacing distance. The lighting unit 
has refractor for properly distributing 
the light, yet the design is ornamental 
and in keeping with the rest of the 
Buffalo city lighting. 

Installations of these two designs in 
Buffalo alone run into the thousands. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 







Design 1348 Residential and Parkway 
Standard with G, E. Form 8 Novalux Unit. 

f Casing and 13" globe. Shaft tapers from 

6J4" to 4". 



Design 895 (shepherd's crook) tpye with 
G. E. Form 6 Novalux Unit 18 ft. to light 

source as shown here. 
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Additional Specifications 

1. AH list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Mcta] 
Lamp Standards complete with anchor 
rods are adapted to receive Gen- 
eral Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
otlier electrical equipment. 

3. ^Vherc desired \vc arc pleased to 
<|uotc on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other n]aterial referred to in 
Item 2. 

4. Specified heights can be changed 
to meet var3'ing h'L>luing conditions 
witliout materially affecting the cost. 

5. When desired, bases are ar- 
ranged lor pot heads, cut-outs, trans- 
formers, etc. 

6. Many tliffere-nt designs or com- 
binations may be created by inter- 
changing bases, shafts, and lieadb of 

L^nion Metal Lamp Standards. 

7. All Stauflards are given shop 
priming coat of high grade melaiiasiic 
paint, both inside and outside before 

leaving the factory and -hould be 

given finishing coal after erection. 
Following special fmislu's are furn- 
ished at extra rliargc when .specified: 
Natural Copper Verde Antifjue, Oxi- 

diz' A C\ipi)er or Statuary I'ronze. 



8. All designs can 
with copper jarkcted 
extra iharge. Prices 
applit alien. 



be furnished 

shafts at uu 
quoted upon 



^^- Al . specify exact foi ni of 

hghli..^ unit tlial will l)e used on top 
of sfandard. 
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UNION METAL LAMP STANDARDS 

SECTION 4— RESIDENTIAL, PARK AND BOULEVARD LIGHTING 
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G. E. Novalux Pen- 
dant type Lantern 
Form 25-B. 



Description and Specifications 

Tin's is one of the Country's most 

-kl 

beautiful standards for the lighting of 
boulevards and main parkway thor- 
oughfares. 

It ^vas first developed for Cleveland 
by the co-operation of Union Metal 
Designing Engineers and Architects 
and members of the Cleveland Plan 
Commission. 

Form 24 Pendant Type Lantern cor- 
responds very closely with the upright 
Cleveland lantern No. 23 shown on 
Design 842 Page B-208 of this cata- 
log. This standard brings the light 
source between 18 and 19 ft. above the 
ground line. 

Cleveland Direction Finder a Feature 

of this Design 

A small lamp is located in the upper 
part of the base and colored glass 
lenses or bull's eyes are located in 
openings to serve as signal lights to 
safely guide traffic through the Avind- 
ing parkways. In the event that the 
lamp in the lantern on the top of the 
standard should burn out, the signal 
lamp will become much brighter due 
to the special arrangement of wiring 
connected to the current transformer 
in the base of the standard. 

Full description of this patented de- 
vice will be found on page 424 of this 
catalog. 
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Design 1106—1 Li^ht Cleveland Parkway- 
Boulevard Standard with G. E. Form 19 
Novalux Pendant Lantern 21" large size. 



Design 1106—1 Light Cleveland Parkway 

—Boulevard Standard with G. E. Form 24 

Novalux Pendant Lantern large size. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union J^Ietal 
Lamp Standards complete with anchor 
rods are adapted to receive Gen- 
era! Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they inchidc wiring or any 
other electrical equipment. 

3. Where desired we arc pleased to 
quote on L'nion Metal Lamp Standards 
complete with G- E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different d^ -'gns or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union 'SU l\ Lamp Standards. 

7. All Standards are given shop 
priming coat of high gra V nictalla>tic 
paint, both inside and outside before 
leaving the factory and should be 

' n rini>hing coat after erection. 
Following special finishes are furn- 

'Xtra charge v/lun specifi-^: 
"■ anral Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 
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9. Always specify exact form of 
■ hting unit that v,il! be used on top 
of standard. 
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D:m«ttjon print Design No. 11U6 with G. 
K. i-oim 24 \. ' < 1*. ^aiit Lantern. 
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METAL LAMP STANDARDS 

SECTION 4— RESIDENTIAL, PARK AND BOULEVARD LIGHTING 

Union Metal Direction Finder 



Design 1 106 — 1 Li^lit Cleveland 
Parkway— Boulevard Standard with 
G. E. Form 24 Novalux Pendant 
Lantern and Union Metal Direction 
Finder and Safety Signal. 



and Safety Signal 



(Patented August 28, 1923) 

This useful device was developed for use in parkway and 
boulevard lighting where heavy traffic prevails. 

It serves as a Direction Finder or Traffic guide during normal 
operation of the lighting system and then automatic ally changes to 
a Safety Signal in case the main lamp goes out. It also facilitates 
the patrolling of the circuit at night. 

Detailed Description 

The Union Metal Direction Finder and Safety Signal is nor- 
mally employed in the following manner: An ornamental Lamp 
Standard is provided with two lamps, one of them being a high 
candle power unit placed at or near the top of the standard for 
purpose of general street or boulevard illumination; the other 
being a relatively low candle power lamp mounted at or near the 
top of the standard base, usually from 4 to 6 feet above the 
ground line. 

Both Lamps are connected in parallel across the secondary 
terminals of an alternating current transformer; the large lamp 
being operated at the normal secondary voltage of the trans- 
former while the smaller, a signal lamp, with a higher voltage 
rating than the larger lamp normally burns under its regular 
rated voltage. It is thus seen that in normal operation the top 
light burns at full intensity and the small direction finder light 
operating at lower than its rated voltage, burns at reduced in- 
tensity. 

Serving Either As Direction Finder or Safety Signal 
Operating in this manner, the small lamp shining diml}- through 
four red bull's-eyes, serves as a Direction Finder or traffic guide 
drivers. 

Should the large lamp burn out or cease to function, due to a short cir- 
cuit, ground, or other difficulty, the lower lamp receives the increased volt- 
age,' due to reduction of load on transformer, which causes it to burn 
brightly, or at its full candle power. 

It thus floods the dark zone in the lighting system with a red warn- 
ing light and performs its second function as a Safety Signal. 

Facilitates Patrolling of Circuit 

In actual operation, the use of the signal device facilitates patrolling 
of the circuit. The patrolman does not have 
as he can see the red danger 
signal quite a distance, when the 
red light is burning at full candle 
power, which advises him of a 
burn out of the large lamp. This 
saving of patrol expense, by the 
elimination of covering the entire 
circuit, pays in a short time for 
the slight additional cost of the 
direction finder. 
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Enlarged view Union 
Metal Direction Finder 
and Safety Signal fully 
described in these pages. 
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UNION METAL LAMP STANDARDS 

SECTION 4-RESIDENTIAL, PARK AND BOULEVARD LIGHTING 
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Colored Bull's-eyes Used in This 

System 

The Union Metal Mfg. Co. provides 
with each standard of this type, a 
specially constructed base member 
containing four colored bull's-eyes 
about 3" in diameter. Some prefer 
four red buirs-eyes, one on the boule- 
vard or driveway side, one on each of 
the approaches to the standard, and 
one on the inside park or grass 
side of the Standard. In other cases, 
the red may be used only on the drive- 
way or danger side, and green glass 
on the two approaches to the standard. 
This is a detail that is easily worked 
out in each individual installation. 



A Regular Current Transformer Used 

With This System 

The current transformer referred to 
in this description is not special, but 
is a standard type quite generally em- 
ployed today in high efficiency and 
high candle power single light sys- 
tems. 

The in.stallation of current trans- 
formers in the bases of standards or 
in man-holes close-by, keeps the high 
voltage at or below the ground line 
and not only affords safety but the 
lamps burning at low voltage and rela- 
tively high current are more rugged 
and have longer life. 



Additional Specifications 

.1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and brackets, adapted to receive 
G. E. Lighting Units. List prices also 
include Direction Finder device com- 
plete with socket and socket mount- 
ing, colored bull's-eyes, etc., but does 
not include small lamp nor wiring. List 
prices do not include the main or top 
hghting units such as lanterns, sock- 
ets, refractors, or lamp, nor do they 
include wiring or any other electrical 
equipment. 

3. Where desired, we are pleased to 
quote on these standards complete 
with lantern units as shown, or any 
other material referred to in Item 2- 
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Dnrension print Design 1106 with Union 
Metal Direction Finder and Safety Signal. 

Approx. weight 820 lbs. 
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UNION METAL LAMP STANDARDS 

SECTION 5— BRIDGE. TRAFFIC AND SPECIAL LIGHTING 
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Description and Specifications 

4 

The flower bowl standard was first 
designed for Allentown, Penna., where 
several hundred have been installed 
in the business district. In the sum- 
mer months vines and flowers are 
planted in the bowls and in the late 
fall balsam boughs take their place. 

This design is popular for public 
parks such as capital grounds and also 
for large private estates and grounds. 
The design as shown above is our No, 
807 fitted with G. E. Form 9 Novalux 
unit and Union Metal bowL This 
bowl can be used wnth most of our de- 
signs having shafts 7j/^", 8^' or QJ/S" 
base diameters w^ith 6" top diameters. 

r 

The Drinking Bowl on Design 1036 
is fitted with four bubbling cups. When 
desired the bubbling cups may be 
omitted and the unit used as a flower 
bowl standard. 




4 



Design 904 with G. E. Form 9 Novalux 
Unit and Union Metal 3^ diameter flower 

bowl. 



Design 1036 Drinking Fountain Standard 

with G. E, Form 8 Novalux Unit and 

Union Metal 33" drinking fountain. 
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Additional Specifications 

1. All list prices are based F. O. B 
Canton, 0!uo, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rin^s, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, etc., 
nor do they include wiring or any other 
electrical equipment. List prices on 
Design 904 includes Flower Bowl and 
necessarv fittings pertaining to it. In 
Design 1036 list prices include Drink- 
ing Bowl and four bubbling cups. 
Prices upon base and bowl only with- 
out ligiiring unit will be quoted upon 
api)lication. 

3. W'lierc desired we are pleased to 
quote on L^nion Metal Lamp Standards 
complete with G. L. Lighting L'nits or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying jigliting conditions 
without materiallv affecting tlie cost. 



5. W'lien desired, 
ranged for pot heads, 
formers, etc. 



bases are ar- 
cut-outs, trans- 



6. Many different de.-igns or com- 
binations may be created by inter- 
changing i»a>es, shafts, and heads of 
I'nion Metal 1-amp Standards. 

7. All Standards are given shop 
priming cijat of high gr ' nr 'illa.^tic 
paint, both in>ide and out>idc before 
leaving the factory and slunild l)e 
give n fini-'hnig coat after erectiu!i. 
1 olio wing special finishes are furn- 

i ' ' t ' .ira charge when -i)ecified: 
Xalura! C'f)ppcr, Wrde Antique, Oxi- 
dized. (*oi r Statuar\- 1' 
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jacketed shafts at an 

Pr > CftK^ted upon 



8. All ;. 

willi copper 

ra ^ ha 
a|>pb^ation. 

9. Alu ^ ■■; t x.i t form of 

lulling unit that will be Used on loi> 
Oi ^'indard. 
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UNION METAL LAMP STANDARDS 

SECTION 5— BRIDGE, TRAFFIC AND SPECIAL LIGHTING 
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Description and Specifications 

Design 1586 is a typical clock type 
of standard furnished by The Union 
Metal Mfg. Co. The designs in this 
particular classification vary greatly as 
every large manufacturer of street 
clocks requires his own special type of 
standard. 

Special designs will be furnished by 
our Engineering Department upon ap- 
plication. 

Drum sign Standard No. 187 has 
been a particularly popular design in 
the Union Metal Line for many years. 
It serves as a combination lighting 
unit and sign standard. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 1586 Union Metal Clock Standard. 



Design 187 — 4 Light Drum Sign Standard. 
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Additional Specifications 

1. All list prices are based F, O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. Li^l prices on drum sign stand- 
ard No. 187 cover standard complete 
including- tlie drum sign fitted with 
sockets, multiple wiring, and glass 
sign lettered to order. List prices, 
however, do not include pendant 
globes, sockets, or wiring for the main 
standard. 

3. Where desired we arc pleased to 
quote on standards complete with 
pendant globes or any othvr material 
referred to in Item 2. 

4. Specified hcighl.:H can be changed 
to meet varying lighting conditions 
without materially afft^cting the cost. 



5. When desired, 
ranged for pot heads, 
formers, etc. 



bases are ar- 
cut-outs, trans- 



6. Many diflferent design? or com- 
binations may be created by inter- 
changing bases, sliaft^, and heads of 
I/nion Metal Lamp Standards. This 
sign can be used on most designs hav- 
ing 8 inch top glol)e fitters. 

7. Al! Standards are given shop 
priming coat of high grade mctallastic 
paint, both inside and outside before 
leaving the factory and shoubi be 
given finisliing coat after erection. 
Following special finislies are furn- 
ished at extra charge when specified: 
Natural Copper. Verde Antique, Oxi- 
dized Copper or Statuarv Bronze. 



8, All 
with 



(!t '^ign- can 
copper jacketed 
extra charge. I^riccs 
applicalion. 
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Dimension j-rint Dcii 

^J ctal Clock Standard. 

weight of SiandartJ 



No. 1?86 Union 

Api)rox. shippinij 
onlv 400 lbs. 
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Description and Specifications 

Design 1633 is a combination light- 
ing and fire alarm standard- The fire 
alarm box is mounted in the shaft as 
indicated and when so installed, not 
only makes a pleasing appearance, but 
reduces the number of street obstruc- 
tions. 

Design 1696 serves the dual purpose 
as support for trolley span wires and 
ornamental lighting standard. The 
base and shaft telescope over the tub- 
ular street trolley pole and beautify 
it up to the point that is usually noticed 
by pedestrians. Most pedestrians think 
only of the unit as an ornamental 
lighting standard and do not know the 

useful function it performs as a span 
wire support. Two Union Metal 
Brackets are used for suspending the 
G. E, Form 6 Pendant Type Novalux 

Units. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 1633 Fire Alarm Standard with 

G, E. Form 9 Novalux Unit. 



Design Xo. 1696 Combination Trolley Pole 
and Casing Type Standard with Union 
Metal Brackets and G. E. Form 6 Novalux 

Pendant Units. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and arc subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, etc., 
nor do they include wiring or any other 
electrical equipment. List prices do 
not include tubular steel trolley poles 
but they will be quoted upon and furn- 
ished by us when desired. List prices 
do not include fire alarm box shown 
on Design 1633. 

3. Where de-^ired we are pleased to 
quote on L^nion Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without material!}' affecting the cost. 

5. When desired, bases are ar- 
ranged for pot hcaiis, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
In'nations may be created b}' inter- 
chanj^ing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 

priming coat of hijrh j^^rade nietallastic 
paint, both inside and outside before 

leaving the factory and should l)e 
given fini.^hing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copi^er, Verde Antique, Oxi- 
dized Copper or Statuar\- Ijronze. 



be furnisbed 
shafts at an 
(juoted upon 



8. All designs can 
with copper jacketed 
I xtra cliarge. Prices 
application. 

9. Always -pecify exact form of 
lighting unit that will be used on top 
of standard. 



G. E. FORM 9 NOVALUX 
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Description and Specifications 

Special Standards for mounting of 
flood light projectors are part of the 
Union Metal line. 

Almost every lighting condition calls 
for a different type of standard for 
mounting" the projectors, therefore it is 
impossible to give a complete list of 
standards available for this purpose. 

Almost every lighting condition can 
be met by our engineers and we solicit 
inquiries on special standards for this 
class of work. 

Design No. 1706 was developed for 
places where an extremely tall stand- 
ard was required. The distance from 
the ground line to the bottom flood 
light projector being 20 ft. 

Design No. 1684 provides a normal 
mounting height above the curb line. 
In this case the distance from ground 
line to bottom of flood light projector 

is W W\ 




Design No. 1706 with G, E. Form L-lS 

flood light Projector, 



Design No. 1684 with two G. E. Form L-4 

flood light Projectors, 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
con-ibting of such items as casings, 
glo!)es, ventilators, sockets, lamps, 
etc., nor do they include wiring or anv 
other electrical equipment. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G- E, Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be changed 
to meet varying lighting conditions 
without materially atTecting the cost. 

5. ^^''hen desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
binations may be created by inter- 
changing bases,, shrifts, and heads of 
Lnion Metal Lamp Standards. 

7. All StatuiartU are given shop 
primint: coal of high j^rade metallastic 
paint, i)Olh inside and outside l>cforc 
leaving llie faclor\' and shoulfl be 
given iinishing coat after erection. 
Following special finishes are furn- 
ished at extra cliarge when specified : 
Natural Copper, Verde Antique, Oxi- 
dized Copper or St^tuar}- Fironze. 



8. 

with 



All designs can 
copper jacketed 
extra charge. Prices 
application. 



be furnished 

shafts at an 
quoted upon 



9. Alwa^ s specify exact form of 
lighting unit that will be used on top 
of standard. 
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Design 1715 Boulevard or 

Residential DesiK" with 
lonR arm to extend over 
boulevard or driveways 
fitted with G. E. Form 
2SU Novalux Peaidant 
Lantern. 



escriptions and Specifications 

is design was prepared l.y 

vtal Engineers to meet 

light I M^ conditions on 

juLilevards or parkway 



n\i>n 



certain 
wide 



rives 



ic liirn 



in. a 



and 



sonrce as shown is 

>()ve the ground line 
alux TVndant Lan- 
rn is suspended from the arm 8 
, from the center of the stand- 



1 



o\ 



.ird 



LS 



\V1 



antern ncrmi 



arge spread, together 

refractor in 
wide and efficient 



)risma 



istrihution of Hght. 



etaue 



urther 



imension print with 
cifications wi 



found on hack of this page. 
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Additional Specifications 

1. All list prices are based F. O. B. Canton, 
Ohio, and arc subject to discount. 

2. List prices cover Union Metal Lamp Stand- 
ard.s complete with anchor rods and top ri js, 
a(la])ted to receive General Electric Lighting 
I'nits. List prices do not include lighting um"' ■ 
consisting of such items as casings, globes, ven- 
tilators, sockets, lamps, etc., nor do they include 

wiring or any oilier electrical equipment. 

3. \\ here desired we are pleased to quote on 
L'm'on Metal Lamp Standards comi)ktc uilh G. E. 
Li^hlii^g Units or any other material referred to 
in Item 2. 

4. Specifii^d heights can be changed to meet 
varyinu: lighting conditions without materiall}^ af- 
fecting tliL cost. 

5. When (ksirt'd, bases arc arranged for pot 
heads, cut-outs, transformers, ttc. 



6. Many different designs or combinations 
be created by interchan^nng bases, ^iKifis, 
h( :)ds uf I'liiuu Metal Lamp Standards. 



may 
and 



7. All Slan<l;ii(ls are given >\\a\) j)riming con I 
of h]^;!i giade nutallastic paint, Imth iii-sidc and 
outside before leaving the factory and should be 

^Tivcn finishing loat aftt r trc-ctiun, Fo11u\\ing s]>i'- 

cial finishes are furnii>hi.d at extra charge when 
.*»pecified: Natural Cojipcr. W-rdr Antique, Oxi- 
di/'d Chopper or Statuary Bronze. 

8. All dr'^iirns can be furnished with copper 
jacketed shafts at .lu extra char^^ . Prir< quoted 
upon application. 

9. Always specify exact form of lighting v '\ 
that u ill l»( u>ed on tuj> of standard. 
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Design 1628 Combination 
Lighting.' and Traffic 
Standard with G. E. 
Form 9 Novalux Unit 
and Grouse Hinds Traffic 
SignaL 



Description and Specifications 

This special Standard was first developed for 
Atlantic City to serve as a combination lighting 
unit and support for traffic signal. The standard 
is installed at street intersections and with a 15 
ft. arm, the traffic signal is thrown out to prac- 
tically the center of the street. 

The principal support in this standard is a stand- 
ard 8"-7"-6" tubular steel trolley pole with ornamen- 
tal base, casing and capital telescoped over it. 

Normally the standard would be anchored by ex- 
tending the tubular steel trolley pole some 5 or 6 ft. 
into the ground or cement foundation. However, 
on account of the sandy soil, the mounting of this 
unit in Atlantic City entailed some rather serious 
engineering considerations. 

As above stated, this traffic standard was installed 
at street intersections and a smaller. Design No. 
1627, shown on page S-612, of this catalog was in- 
stalled in between the intersections. 

Detailed dimension print with further specifica- 
tions will be found on back of this page. 
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Additional Specifications 

1. All list prices are based F. 0. B. Canton, 
Ohio, and are subject to discount, 

2. List prices cover Union Metal Lamp Stand- 
ards complete with anchor rods and top rings, 

adapted to receive General Electric Lighting 

Units. List prices do not include lighting units 
consisting of such items as castings, globes, ven- 
tilators, sockets, lamps, etc.^ nor do they include 
wiring or any other electrical equipment. List 
prices do not include tubular steel trolley poles 
but they will be quoted upon and furnished by us 
when desired. 

3. Where desired we are pleased to quote on 
Union Metal Lamp Standards complete with G. E. 
Lighting Units or any other material referred to 
in Item 2, 

4. Specified heights can be changed to meet 
varying lighting conditions without materially af- 
fecting the cost. 

5. Many different designs or combinations may 
be created by interchanging bases, shafts, and 
heads of Union Metal Lamp Standards. 

6. All Standards are given shop priming coat 
of high grade metallastic paint, both inside and 
outside before leaving the factory and should be 
given finishing coat after erection. Following spe- 
cial finishes are furnished At extra charge when 
specified: Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 

7. All designs can be furnished with copper 
jacketed shafts at an extra charge. Prices quoted 

upon application. 

8. Always specify exact form of lighting unit 
that will be used on top of standard. 
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Description and Specifications 

Design No. 1627 is installed in con- 
junction with Atlantic City Traffic 
Standard Design No. 1628 shown on 
page S-610 of this catalog. 

In this case the standard is 20 ft. to 
the Hght source, the same as the traffic 
signal design and is installed in be- 
tween street intersections. 

Design No. 1174 is one of a hundred 
or more designs of shorter type stand- 
ards used for bridge or viaduct hght- 
ing or for entrances to fine pubhc 

buildings. 

Standard is furnished by Union Metal 
complete with ornamental globe bands 
and American Eagle. 18" globe with 
8" fitter furnished extra. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design Ko. 1627 with G. E, Form 9 Nova- 

lux Unit. Shaft tapers from U to,.^/^ • 

Light source 20 ft. above ground hne. 



Design No. 1174 with Union Metal Capital. 
Ornamental globe bands and American 
Eagle, a highly ornamental design used for 
viaduct or bridge lighting or as a building 
entrance standard. This design can also 
be furnished with three or five lights. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, etc., 
nor do they include wiring or any other 
electrical equipment. List prices on 
Design 1174 include Union Metal Cap- 
ital. Ornamental Globe Bands and 
American Eagle. 

3. Where desired we are pleased to 
quote on L^nion Metal Lamp Standards 
complete with G. E. Lighting Units or 

any other material referred to in 
Item 2, 

4. Specified heights can be changed 
to meet varying lighting conditions 
"\\ithout materially affecting the cost. 

5. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or com- 
binations may be created by iiiter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and out-^ide before 
leaving the 'factory and should i)e 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bron/e. 



8. All designs can 
with copper jacketed 
extra charge. Prices 
application. 



be furni-sh'-d 
shafts at 



an 



quoted upon 



9. Always specify exact form of 
lighting unit that will be used on top 
of standard. 
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JJiniension print Design No. 1627. Approx. 
shipping weight Standard only 565 lbs. 
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Detailed dimension print witli 
further specifications will be 
found on back of this page. 
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Design 1242 Bridge Lighting Standard 
with G, E. Form 12 Novalux Unit, M Cas- 
ing and No. 104—16" Globe. Shaft tapers 

from 6//' to 5", 



Design 1652 Bridge Lighting Standard with 

Union Metal Capital and G. E. Form 18 

Novalux Lantern 18" small size **S" Cas- 

ing. Shaft tapers from 7" to 5". 
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Dimrnsion print Design No. 1652. Approx. 
■a wrighi Lighting Standard onlv 170 

Ib«. 



Additional Specifications 

1. All list prices are based F. O. E. 
Canton, Ohio, and are subject to dis- 

* 

count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting L^nits. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, 
etc., nor do they include wiring or any 
other electrical equipment. 

3. Where desired we are pleased to 
quote on L"^nion ^^retat Lamp Standards 
complete with G. E. Lighting Units or 
anv other material referred to in 
Item 2. 

4. Specified heights can Ije changed 
to meet varying lighting conditions 
without materially aflFecting the cost. 



5. When desired, 
ranged for pot lieads, 
formers, etc. 



bases are ar- 
cut-outs, trans- 



6- Man3' different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of hfg^h grade mctallastic 
paint, both inside and outside before 
leaving the factory and should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge when specified : 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



8. All designs can 
with copper jacketed 
extra charge. Prices 
application. 



be furnished 
shafts at an 
quoted uijou 



9. Always specify exact form of 
lighting- unit that will be used on top 
of standard. 
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NO, UM DLCBE 



SOUICE or LIGHT 
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Diintn~;.i) print Design Xo. 1242. Approx. 
shipping weight Lighting Standard only 150 

lbs. 
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Description and Specifications 

The flexibility of the Union \IetaI 
line makes them particularly pop ' ■ 
for bridi^t and viaduct lighting. 

They may be made in any height tn 
meet diff^rrnt lighting conditioni and 
a large variety of designs is available 
so that cithi r large or si lII I.i 
be had. 

For instance, Design 1218 with thtr 
13" square base could be Hu.-l to i 
small pier, bridge railing, or support, 
whereas Dc^i^n 1165 with a 20" »<j i ■ 
base would be butter adapted to a lar"* 
pirr or base Mipport. 

Detailed dimension print uith turth- 
cr specifications will be tDund on I ' ■. 

of this page. 
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Design IJIS Brictjire Lighting Standard with 
C. E. Fonn S Novalux Unit. F Casing No. 
J9— 13" globe. Shaft tapers from SVi io 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Oliio. and are sn1)ject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods nnd top rin.c,^?. arlapted to receive 
Ccnural P^lectric Li^liting l^ints. Li-t 
prices do not include liKluin^ units 
consisting of such items as casings, 
j^Iohes, ventilators, sockets, lamps, 
etc., aior do they incUule wiring or any 
other electrical equipment. 

3. \\ here desired we are pleased to 
(juote on L'nion Metal Lamp Standards 
complete with G. E. Li^htiuK Units or 
anv other material referred to in 
Item 2. 

4. Specified hei.crhts can he chaiit^'cd 
to meet var\ inj^ li^luiiii^ conditions 
wit li out materially affecting the cost. 

5. When desired, hasi s are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

6. Many different designs or conv 
hinations mav he created 1)V inter- 
changing ha-es. shafts, and heads of 
l'nion Metal Lamp Standards. 

7. All Standards arc g]\ en sliop 
IJriming coat of high grade nutallastic 
jviint. lioth inside and outside l)efore 
1' 



>i 



'ig tile f. vy and should 1 

given finisliing coat after erection. 

Follow inu special fini-lu s are furn- 
i.slied at extra charge when specified: 
Xatnral Copper. Verde Antique, Oxi- 
dized Copper or Slatuarv l:5ronzc. 



8. All designs can 

w ith copjK-r jat I ] 

< x^ra charge- Juices 
application. 



he fnrnisht d 
shafts at an 
(juoted upon 



9. Al; . sprrify exact form of 
lightint,' unit that uill he v I on \()\) 

' V :'d. 
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Description and Specifications 

Design No. 1184 is typical of quite 
a number of Union Metal Standards 
that can be arranged with cross arm 
for overhead wiring. It so happens 
in some towns that feed wires are car- 
ried overhead on tall wooden poles, 
and that it is quite inexpensive to tap 
them and run the lamp cables to the 
cross arm and insulators as shown on 
this design. 

We will be pleased to submit special 
designs for this class of Avork. 

Design No. 1331 with Union Metal 
four sided street sign is a popular unit 
for street intersections in residential 
districts. The street sign is a four 
sided metal frame with 4 glass panels 
with proper street markings. 

Detailed dimension print with further 
specifications will be found on back of 
this page. 




I 



Design 11S4 with G. E. Form 8 Novalux 
Unit Xo. 3 casing- and No. 103—14" globe. 
Standard fitted with cross arm for over- 
head wiring. 



Design No. 1331 with G. E. Form 8 Nova- 
lu^: Unit F casing and No. 39—13" globe. 

Standard fitted with Union Metal four 

sided street sign holder. 
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^ .'^"^ Ht-siprti \o. IJjl. Approx. 

i. pnig weigi.. Standaju only. I.ut ' lul- 

ing four sided streti sign 175 lbs 



Additional Specifications 

h All list prices are based F. O. B. 
Canton. Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods and top rings, adapted to receive 
General Electric Lighting Units. List 
prices do not include lighting units 
consisting of such items as casings, 
globes, ventilators, sockets, lamps, etc., 
nor do they include wiring or any other 
electrical equipment. However, in De- 
sign 1184 list price does include the 
cross arm as indicated and in Design 
13 31 the four sided street sign with 
glass panels. Painting of panels 
quoted upon application. 

3. Where desired we are pleased to 
quote on Union Metal Lamp Standards 
complete with G. E. Lighting Units or 
any other material referred to in 
Item 2. 

4. Specified heights can be cli ■ 

to meet varying lighting conditions 

without materially affecting the cost. 



5. When desired, 
ranged for pot heads, 
iormers, etc. 



bases are ar- 
cut-outs, trans- 



6. Many different designs or com- 
binations ma}' be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

7. All Standards are given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory and should he 
given finishi!ig coat after erection. 
Follow^ing special finishes are furn- 
ished at extra charge when specified: 
Natural Copper, Verde Antique, Oxi- 
dized Copper or Statuary Bronze. 



8. All designs can 
with copper jacketed 
extra charge. Prices 
application. 



be furnished 

shafts at an 

quoted upon 



9. Always specify exact form of 
lighting unit that will be used on toj 
of standard. 



> 




Dimension print Design No. 1184. Approx. 

bhijipiiig weight Lighting Standard only, 

hut including cross arm 170 lbs. 
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Description and Specifications 

As Union Metal Lamp Standards 
are all made with pressed metal shafts 
practically any design in this loose 
leaf catalog may be made in proper 
height for traffic and safety island pur- 
poses. 

Cities throughout the country real- 
ize that with the rapidly increasing 
traffic they must take every precaution 
to reduce accidents to a minimum, and 
Union Metal Traffic Standards afford 
a ready and inexpensive means of 
properly regulating traffic and on ac- 
count of their sectional construction 
they are quite economical to maintain. 

Traffic Standards are subjected to 
many blows and much breakage. In 

other types of standards, accidents 
mean the expense of replacing the en- 
tire unit, whereas in Union Metal de- 
signs possibly only a shaft or a base 
section may be damaged sufficiently to 
require replacement. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 




Design 1330 Traffic Standard with Union 
Metal Capital arranged to receive 16' ball 

globe with 8" fitter. 



Design 1319 Traffic Standard with Union 
Metal Capital arranged to receive 16" ball 

globe with 8" fitter. 
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Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rod, capital drilled and tapped to re- 
cei\'e globes. List prices do not in- 
clude glassware, sockets, lamps, etc., 
nor do they include wiring or any other 
electrical equipment. 

3. Specified heights can be changed 
to meet \'arying lighting conditions 
without materially affecting the cost. 

4. When desired, bases are ar- 
ranged for pot heads, cut-outs, trans- 
formers, etc. 

5. Man}^ different designs or com- 
binations may be created by inter- 
rhnnging bases, shafts, and heads of 
Union Metal Lamp Standards. 

6. All Standards are given shop 
priming coat of high grade metallastic 
Priint, both iubide and outside before 
leaving the factor}^ and should be given 
hnishing coat after erection. Follow- 
ing special finishes are furnished at 
?xtra charge when specifiied: Natural 
Coi>per, Verde Antique, Oxidized Cop- 
])er or Statuar}' Bronze. 

7. All designs can be furnished 
with copper jacketed shafts at an extrn 
charge. Prices quoted upon applica- 
tion, 

8. Always specify the exact size of 
globe and bottom opening so that 
globe holder on the capital of standard 
may be furnished proper size. 






rOUv -SIDED STREET 
SICn {GLASS PANELS] 



5" JU, 




16' CLOBE 






«t" DIA, 



OPEKim 

5" A 9" * ^" HIGH 



L 



TItRFE 5/8" AMCHOH R03S 
PODS leJll fROJECT 20 
kiOVZ POUIOAT lOlf 




«* RAB. 
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iiimen.sion print I-)esiK"n No. 1330. Approx. 

'^hipl'iiiy weigh 1 LiKl'ting Slanditrd ' , 

including four sJdcU sign holder, 170 a 
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Description and Specifications 

This special Ventilating Standard is 
listed to show unusual designs that our 
Engineering Department is called upon 
to submit and the unusual types of 
construction to which our product 
lends itself. 

Several of these standards were furn- 
ished to the First Trust & Savings 
Bank of Canton, Ohio» to serve as a 
coml^nation lighting unit and venti- 
lator for the bank*s safety deposit 
vaults which extend underneath and to 
the outer edge of the sidewalk. A very 
similar design was furnished for venti- 
lating the new pul)lic comfort stations 
at Reading, Penna. 

The shaft construction is that em- 
ployed in our large porch and building 
columns and has a 22" base diameter 
tapering to 18" top diameter. Each 
shaft is provided with six Union Metal 
Brackets, supporting 10" globes with 
5" fitters. 

Distance to center of ornamental 
globe and globe bands is 15' 9" above 
the ground. 

Ingress of air from the safety deposit 
vaults to the standard is made through 
the base, and egress of air through 
openings in the capital. 

Detailed dimension print with furth- 
er specifications will be found on back 
of this page. 
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Design No. 1563 Union Metal \ enulatmg 

Standard with 20" ball globe ornamental 

globe bands and American tagle. 
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SECTION 5— BRIDGE. TRAFFIC AND SPECIAL LIGHTING 



Additional Specifications 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices cover Union Metal 
Lamp Standards complete with anchor 
rods, capital drilled and tapped to re- 
ceive globes. List prices do not in- 
clude glassware, sockets, lamps, etc., 
nor do they include wiring or any 
otlier electrical equipment. List price 
Includes six brackets, Union Metal 
ventilated capital, ornamental globe 
bands, and American Eagle. 

3- Specified heights can be changed 
to meet varying liKhting conditions 
uilhout materially affecting the cost. 



4. When desired, 
ranged for pot heads, 
formers, etc. 



bases are ar- 
cut-outs, trans- 



5. Many different designs or com- 
binations may be created by inter- 
changing bases, shafts, and heads of 
Union Metal Lamp Standards. 

6. All Standards arc given shop 
priming coat of high grade metallastic 
paint, both inside and outside before 
leaving the factory aivl should be 
given finishing coat after erection. 
Following special finishes are furn- 
ished at extra charge wlien s])ecified: 
Natural Copper, Verde Antique, Oxi- 
rlized Copper or Statuary- Bronze. 

7. AH designs can be furnished 
with copper jackttcd shafts at an 
extra charge. Prices quoted on ap- 
plication. 

8. Always >])ecif>- the exact size of 
globe and bottom opening so that 
globe holder on the capital of standard 
may be furnished proper 




})jinoii»-ion imiii Jj. V _ ]5o3 Combina- 

tion LightinK and Ventilating Standard. 
Approx. shi]»pii]g weight Standard only, 
but mcludiiig brackets, ornajnc-nlal globe 
bands and Amcrf n F V. lUO lbs. 
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Design Approx. 

No. Ship. Weight 

503 240 lbs. 

505 —265 lbs. 

Design Approx. 

No. Ship. Weight 

523 285 lbs. 

525 330 lbs. 




I 



Design No. 503 
Design No. 505 



3 Lights 
5 Lights 



Design Xo. 523 — 3 Lights 
Design Xo. 525—5 Lighti 



Detailed dimension 



print with further specifications will be found on back of this page. 
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Additional Specifications 

1. AlMist prices arc based F. O. B. 
Canton, Ohio, and are subject to dts- 
coinit. 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc., quoted upon application. 

3. Specified heights can l)e varied 
without matcriall}' affecting the cost. 

4. When required, bases are ar- 
ranged for cut-outs, transformers, etc. 

5. Many different designs may be 
created by interchanging bases, shafts 
and heads of Union Metal Lamp 
Standards. 

6. Standards are given shop coat of 
^reen metailastic paint, l>oth inside 
and outside, before leaving factory and 
should be given flnisliing coat after 
erection. Following special finishes 
are furnislu d at extra charge when 
-specified: Natural Copper, Verde An- 
tique, Oxidized Cor>per, or Statuary 
Bronze. 

7. All designs can be furnished 
Avith copiHT jacketed shafts at an extra 
charge. Prices <iuoted upon applica- 
tion. 

8. Alw ays specify t3 pe of socket 
and stylo of lamps tliat will be used. 
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UNION METAL LAMP STANDARDS 

SECTION 6— CLUSTER DESIGNS 








Design Approx. 

No. Ship. Weight 

806 - 245 lbs. 

793 290 lbs. 

Design Approx. 

No. Ship. Weight 

563 335 lbs. 

565 390 lbs. 




M 



( 



Y 



Design No. 806—3 Lights 
Design No. 793—5 Lights 



Design No. 563—3 Lights 
Design No. 565—5 Lights 



Detailed dimension print w 



,'ith further specifications will be found on back of this page. 
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Additional Specifications 

+ 

1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count, 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc., quoted upon application. 

3. Specified heights can be varied 
^^■ilhout materially affecting the cost. 

4. When required, bases are ar- 
ranged for cut-outs, transformers, etc. 

5. Man} different designs may be 
created by interchanging bases, shafts 
and heads of Union Metal Lamp 
Standards. 

6. Standards are given shop coat of 
green mctallastic paint, both inside 
and outside, before leaving factory and 
should be given finishing coat after 
erection. Following special finishes 
are furnished at extra charge when 
specified: Natural Copper, Verde An- 
tique, Oxidized Copper, or Statuary 
llronze. 

7. All designs can be furnished 
with copper jacketed shafts at an extra 
charge. Prices quoted upon applica- 
tion. 

8. Always specif}^ type of socket 
and style of lamps that will be used. 
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Design Approx. 

No. Ship Weight 

483 415 lbs. 

485 470 lbs. 

Design Approx. 

No. Ship Weight 

858 - 465 lbs. 

582 530 lbs. 




m 



( 



Design No. 483 
Design No. 485 



3 Lights 

5 Lights 



Design No. 858—3 Lights 
Design No. 582—5 Lights 



Detailed dimension print with further specifications will be found on back of this page. 
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SECTION 6— CLUSTER DESIGNS 



Additional Specifications 

1. All list prices arc based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 

nicnt. Globes, sockets, ventilators, 
wiring, etc., quoted upon application. 

3. Specified heights can be varied 
witliout materially affecting the cost. 

4. \\'hcn required, bases are ar- 
ranged for cut-outs, transformers, etc. 

?. Many <liiferent designs may be 
created by interchanging bases, shafts 
and heads of Union Metal Lamp 
Standards. 

6. Standards are given .^hop coat of 
green metalla^tic paint, both inside 
and outside, before leaving factory and 
should be given finishing coat after 
erection. Following special finishes 
are furnished at extra charge when 
si)ecified: Natural Copper, Verde An- 
tique, Oxidized Copper, or Statuar}' 
Rronzc. 

7. All designs can be furnished 
with copper jacketed shafts at an extra 

charge. Prices quoted upon applica- 

lion. 

8. Always specify type of socket 
and -tyle of lamps that will be used. 




Dimetision Drawing' 
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Specifications 
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Design No. 


1 Number 
' of 
Lights 


Approximate 

Shipping Weight 

in Pounds 


3 

5 
133 
135 


3 

5 
3 
5 


435 

470 
575 
700 



1. All list prices are 
Canton, Ohio, and are 

count. 



based F. O. B 
subject to dis 



2. List prices do not inchide globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc., quoted upon application. 

3. Specified heights can be varied 

without materially affecting the cost. 

4. When required, bases arc ar- 
ranged for cut-outs, transformers, etc. 

5. Many (bfferent designs may be 
created by interchanging bases, shafts 
and heads of Union Metal Lamp 
Standards. 

6. Standards are given shop coat of 
green metalHstic paint, both inside 
and outside, before leaving factory 
and should be given finisliing coat 
after erection. Following special fin- 
ishes are furnished at extra charge 
when specified: Natural Copper, Verde 
Antique, Oxidized Copper, or Statuary 
Bronze. 

7. All designs can be furnished 
with copper jacketed shnfts at an ex- 
tra charge. Prices quoted upon ap- 
plication. 

8. Always specify type of sockets 
and style of lamps that will be used. 



♦ 



No. 3—.^ Lights 
No. 5— S Lights 



No. iJ3— J Lights 
No. U5— 5 Lights 



Design 



3 

S 

133 

\35 




No. of 

Lights 



3 

5 
3 
5 



I 

Size of Jiase at 
Ground Line 




23^" sq. 
23^" sq. 
23^" sq. 
23^4" sq. 



3ottoni of 
Fluted 
Shaft 

nianieter 



Fluted 

Shaft 

Diameter 




Spread of 
Arms 
Extreme 
Points 



36" 
36" 
43^" 
43'/" 



Size of Gfohes 
and Fitters 



Side rilohcs 



12"x6" 
12"x6" 
12"x6'' 
12"x6" 



Central Oloht 



I6"x8" 

16"x8'' 

16"x8" 



Size of Door 

(Ijn-ning 

Extreme 

Areasuremcnts 






8"x8U" 



/ ft 



8"x8h 
8"x8n" 



Standard 
Hcicht to 
Top of 
Central Glohc 






1 3' 2" 
13' 2" 

14' 7" 
14' 7" 



f 
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SECTION 6— CLUSTER DESIGNS 



• 



I 



% 




Specifications 



Design Xo, 



Number 

of 
Lights 



7i 
75 
93 
95 



3 
5 
3 

5 



Approximate 

Shipping Weight 

in Pounds 



430 

485 
490 
560 



1. All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc., quoted upon application, 

3. Specified heights can be varied 
without materially affecting the cost. 

4. When required, bases are ar- 
ranged for cut-outs, transformers, etc. 

5- Many different designs may be 
created by interchanging bases, shafts 
and heads of Union Metal Lamp 
Standards. 

6. Standards are given shop coat of 
green metallastic paint, both inside 
and outside, before leaving factory 
and should be given finishing coat 
after erection. Following special fin- 
iihci, are furnished at extra charge 
when specified: Natural Copper, Verde 
?\ntique, Oxidized Copper, or Statuary 
Bronze. 



7. All designs can be 
witli copper jacketed shafts 
tra charj^c. Prices quoted 

plication. 



furnished 
at an ex- 
upon ap- 



8. Always specify type of sockets 
and style of lamps that will be used. 



( 



N 



No. 7.^ — 3 Lights 
No. 75—5 Lights 



No. 93—3 Lights 
Xo. 95-5 Lights 



T)i sign 
No, 



No. of 
Lights 



73 ' 


' 3 


75 


5 


03 


1 

3 


95 


5 



Size of Base at 
GrouiiU Line 



20" dia. 
20" (lia. 
20" dia. 
20" dia. 



Bottom of 

Fluicil 
Shaft 



9yr 

9/2" 
9/2" 
9/2" 



Top of 

Fluted 
Shaft 



niaiiiL-tcr , DjaiiK-ter 



6^" 

eVz" 
6/2" 



Spicail of 

Arms 

Extreme 

Points 



34//' 

34/." 
34//' 
34/." 



Size of Gloix-s 

and Fitters 



Sidt (ilubes Ccfntral Gloljc 



12"x6" 
12"x6" 
12"x6" 
12"x6" 



16"x8" 
16"x8" 
16"x8" 
16"x8" 



Size of Door 
Opening 
Extreme 
Measuremcntb 



4"xl2j^" 
4"xl2i/^" 
4"xl2^" 
4"xl2i/^" 



Standard 
Height to 
Top of 
Central Globe 



12' 10" 
12' 10" 
14' 2" 
14' 2" 
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SECTION 6— CLUSTER DESIGNS 



Specifications 




Design No. 


N umber 

of 
Lights 


Approximate 

Shipping W eight 

in Pounds 


163 

165 

1003 

1005 


3 
5 
3. 
5 


285 
335 
405 
460 



L All list prices are based F. O. B. 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc, quoted upon application. 

3. Specified heights can be varied 
without materially affecting the cost, 

4. When required, bases are ar- 
ranged for cut-outs, transformers, etc. 

5. Many different designs may be 
created by interchan.i^Mng bases, shafts 
and heads of Union ML-tal Lamp 
Standards. 

6. Standards are given shop coat of 
green me tall as tic paint, both iuiiJc 
and outside, before leaving factory 
and should be given finishing coat 
after erection. Following special hu- 
ishes are furnished at extra charge 
when specified: Natural Copper. Verde 
Antique, Oxidized Copper, or Statuary 
Bronze. 



furnished 
at an ex- 
upon ap- 



7. All designs can be 

with copper jacketed shafts 
tra charge. Prices quoted 
plication. 

8. Always specify type of sockets 
and style of lamps that will be used. 



No, 163 
No. 165 



I Lights 
5 Lights 



No. 1003—3 Li^hf^ 
No. 1005 — S Light-. 



Design 
No. 



163 

165 
1003 

1005 



No. of 
Lights 



Size of Base at 
Ground Line 




I7^"xl9^/^" 

17^"xl9J4" 
18"x20.Ki" 
18"x20^" 



Bottom of 
Fluted 
Shaft 

Diiimeter 




9//' 
9 Vz " 

9^" 



Top oi 

Fluted 

Shaft 
Diameter 



6" 
6" 
6" 
6" 



Spread oi 
Arms 
Extreme 

Points 



36^/." 
361/." 

36 K2" 
361 



Size ot ( iloljts 
and fitters 



Side Globes Central Globe 



12"x6" 

12"x6" 
12"x6" 
12"x6" 



16"x8" 

10"x8" 
16"x8" 

16"x8" 



Si/c of n. tor 
Oi>eninK 

Extreme 

MLaaUii-inciitS 



4"x 8 
4"x 8 
4"xl6 

4 "a 16" 



^f 



/■ M 



Standard 

II Light to 

Top of 

Cmn ,! Cdobc 



1.V2" 

13' 2" 
13' 9" 
13' 9" 
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SECTION 



LUSTER DESIGNS 



Specifications 



r 



4 





i> 



1 r r 



1- 



\o 



XuinU«T 



in I'oumi^ 



-413 


3 


320 


-J15 


5 


375 


33 


3 


290 


35 


5 


315 



1 All li>t j>rirts arc l)a>cd F, O. H. 
C aiiton. Ohio, and arc suljjict lo (li^- 
count. 

2. Libt prices do iiol include kIuLo, 
lamps, nor any of ihc ckcirical cquip- 

uitnt. Globes, sockets, vcijiilators. 

wirinK. etc., quoted upon application. 

3. Specified hei^lits can he varied 
without materially affecting the cost. 

A \\M! '1 required, hast s are ar- 
rauKcd for eut-ouis, transformers, etc. 

5. Many difTe;.iiI dtiiKni^ may be 
!ealed by inlt i cbanKin^ ba.-:(.^, .-liafts 

and b» , '> of Uiilwn ^T. tat Lamp 

Slaiulai d^. 

6. Standards are ffiv«.n shop coat of 
(frccn nieiallasiic paint, both insidt 
and outside, before kavinpr taaury 
and should l>e given fiuivlnuK «*oat 
after erection. Fol]uv\ ing special tin- 
! '>« an iui Hashed at exUa chai^f 

uli i liitd: Kaluial Co]*iir. Verdt 

Aniiip , Oyidi/td <'(>i»i I. or Statuary 



7. All dr«igtlS can be 

with cupper keled slaafts 



furnisht 1 
at an ex- 
upon ap- 



8. Aluays *'''Uii\ iy|>c r\i sockets 

riTiH «- it of lamp** that will be usi d 




^ I 









V . 



# ^ m^^M-t %. 



413 

41? 






3 
3 



1 Hatr Ai 
ua4 Line 



17' >*4 



IT 



<1* 



ntf 



Q* M 



#/ 



*^ 



0f 



i 



3 • 



I 



f^" 



o 



*■ . id of 

A- 



I' 



5r" ' ^ * 



«r 



35 



-f 



. I 



, .1 i 



u- <;ic 




12*'xrr 



■J 



irrxK 

16"xH 



n 



ff 



o, 

Mra>U! ' 

4"xH" 
4''xc 



< M > 






12' 


V 


12' 


A- 


13' 


2" 


13' 


• 




1 



K 



I 
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SECTION 6— CLUSTER DESIGNS 



Specifications 




Design No. . 



423 
425 
421 




Approximate 

Shipping Weight 

in Pounds 



300 

355 
300 



L All list prices are based F. O. B, 
Canton, Ohio, and are subject to dis- 
count. 

2. List prices do not include globes, 
lamps, nor any of the electrical equip- 
ment. Globes, sockets, ventilators, 
wiring, etc., quoted upon application. 

3. Specified heights can be varied 

without materially affecting the cost. 

4. When required, bases are ar- 
ranged for cut-outs, transformers, etc. 

5. Alany different designs may be 
created b}' interchanging bases, shafts 
and heads of Union Metal Lamp 

Standards. 

6. Standards are given shop coat of 
green metallastic paint, both inside 
and outside, before leaving factory 
and should be given finishing coat 
after erection. FoUov^ing special fin- 
ishes are furnished at extra charge 
when specified: Natural Copper, Verde 
Antique, Oxidized Copper, or Statuary 
Bronze. 



7. All designs can be 
with copper jacketed shafts 
tra charge. Prices quoted 

plication. 



furnished 
at an ex- 
upon ap- 



8. Always specity form of head 
that will be used. 



Xo. 423—3 Lights 
No. 425—5 Lights 



No. 421 



Design 
No. 



423 

425 

421 



No. of 
Lights 



3 

5 
1 



Size of Base at 

Ground Line 



Bottom of 

Fluted 

Shaft 

Diameter 



20" sq. 
20" sq. 
20" sq. 



W2" 
9 




ft 



ft 



Top of 
Fluted 

Shaft 
Diameter 




6 
6 



Spread of 

Arms 
Extreme 

Points 



34 >2 

34^4" 



Size of (ilobiis 
and Fitters 



Side Globes . Central Globe 



12"x6" 
12"x6" 
12"x6" 



16"x8" 
16"x8" 



Size of I Joor | 
Opening 
Extreme 
Measurements 



L 



43/i"x9i4"x6" 
434"x9>4"x6" 
4^>li"x9^"x6" 



Standard 

Heig-ht 

Over All 



12' 2'' 
ir4" 



.*- 



inimuifV 



I I 
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Price List S-1 21 



August 1. 1924 



The Union Metal Manufacturing Company 



CANTON, OHIO 



List Prices — Loose Leaf Catalog No. 52, superseding all previous printed or quoted list prices covering 
designs In loose leaf Street Standard Catalog. All prices f. o. b. Canton, Ohio. 



Design No Page No. 'List Price 



3 
5 

33 

35 

73 

75 

93 

95 
133 
135 
163 
165 
187 

Includes H 
Drum Sig 1 

413 

415 

42! 

423 

425 

483 

485 

503 

505 

523 

525 

563 

565 

582 ■ 

647 

649 

656 

717 

792 

793 

806 

807 

842 

856 

858 

868 

874 

877 

880 



C-8U6 



« « 



C-809 



A 4 



C-807 



«- ft 



A » 



C t 



C 806 



i t 



C-808 



k t 



S-602 

rum Sign 
only 

C-809 



ft « 



C-810 



« • 



4. t 



C~804 



& A 



C-800 



« 1 



flc 



• « 



C-802 



4 ft 



C-804 
B 204 



«ft 



B-228 
R-416 
B 200 
C-802 



tf i 



B-208 



« I 



R-412 
C-804 
B-226 

R-400 

B 2 1 4 
R-402 



$132.00 
145.00 
95.00 
105.00 
134.00 
152.00 
160.00 
185.00 
183.00 
229.00 
96.00 
116.00 
265.00 

Complet 

$100.00 

110.00 

141,00 

101.00 

100.00 

117.00 

134.00 

152.00 

82.00 

92.00 

97.00 

114.00 

109.00 

127.00 

179.00 

99.00 

75.00 

64.00 

60.00 

90.00 

104.00 

87.00 

84.00 

118.00 

52.00 

154.00 

608.00 

51.00 

85.00 

56.00 



Lbs. 

Shp. Wt 

435 

470 

290 

315 

430 

485 

490 

560 

575 

700 

285 

335 

655 



e) 



100 
320 
375 
300 
300 
355 
415 
470 
240 
265 
285 
330 
335 
390 
530 
320 
230 
192 
170 
285 
290 
245 
290 
400 
140 
465 
1670 
155 
260 
170 



Lbs. 
Design No. Page No. List Price'Shp. Wt. 



88uUnionM 

882 

883 

890 

895 

898 

901 

904 
1003 
1005 
1036 
1053 
1082 
1106 



etal Lantern 
B-2Z8 
R 416 
B-224 
R^20 
B-228 
B-224 
S-600 
C-808 



t 4- 



1106 



(W 



1122 
1161 
1165 
1174 
1176 
1184 

Feeder A 

1218 

1242 

1260 

(Price I 

1292 
1298 
1319 
1330 

(Glass 

1313 
(Glass 
Sign Fra 
1348 

1356 
1357 
1360 

(Price 

1523 
1526 
1527 



S-600 
R-414 
R-410 
R 422 

ithout B 

R-422 
(With B 
R-414 
B 226 
S-616 
S 612 
1-110 
S-618 

rm only 

S 616 
S 614 

R-418 

ncludes 
R-406 
R-410 

S-620 
S-620 

Panels L 

S-618 

Panels n 

me & Gla 

R-420 

B-208 

B 212 

. R-418 

Includes 
B-206 
B-216 
B 216 



only $74.00 

56.00 

59.00 

161.00 

149.00 

27.00 

160.00 

188.00 

128.00 

158.00 

309.00 

100.00 

59.00 

242.00 

ulls Eyes) 

264.00 

ulls Eyes) 

37.00 
370.00 

66.00 

289,00 

171.00 

65.00 

13.00 

45.00 

66.00 

135.00 

Trolley P 

71.00 
59.00 
74.00 
98.00 

ettered) 
71.00 
Letter 
19,00 
76.00 
96.00 
66.00 
119.00 

Trolley P 

118.00 

118.00 

97.00 



83 
165 

180 
490 
423 
60 
505 
550 
405 
460 
585 
285 
185 
815 

820 

100 

1010 

150 

470 

450 

170 

17 

80 

150 

510 

ole) 

205 

190 

190 

170 



ot 

ss 



ed) 



175 

17 
185 
305 
200 

445 



ole) 



325 
390 
320 



Design No. Page No. 



List Price 



Lbs. 
Shp. Wt 






i;>i7 

1538 
1539 
1563 
1571 
1572 
1586 
(Not 
1609 
1610 
1611 
1627 
1628 

(Inc 

1633 
1641 

(Not 
1642 

(Not 
1652 
1655 
1663 
1684 
1689 
1690 
1691 
1692 
1693 
1694 
1695 
1696 

(Not 
1701 
1702 
1706 
1715 
1717 
1842 
1874 

(Not 
1876 

(Not 
1967 
1968 






B-210 

B-212 

B-200 

S-622 

R-408 

R-402 

S-602 

injcludin 

B-202 
B-210 
B-202 
S-612 
S-610 

lulding Trol 

S-604 
B 2 1 8 

ncluding 
B 2 1 8 
ijncludmg 

S-614 
B-220 



i * 



S-606 
B-206 
B-228 



« t 



ft « 



1 



R-408 
R-406 
R-412 
S-604 

ncluding 
R-404 



' fi 



1 



I 



S-606 
S-608 
B-228 
B-208 
B-222 

ncluding 

B-222 

ncluding 
B-228 



ft 4 



$ 79.00 
65.00 
92.00 
834.00 
62.00 
61.00 
122.00 

Clock or 
115.00 
84.00 
103.00 
176.00 
384.00 

ley Pole) 

168.00 
250,00 

Trolley P 

303.00 

Trolley P 

85.00 

328.00 

144.00 

172.00 
107.00 
35.00 
53.00 
28.00 
66.00 
77.00 
62.00 
181.00 

Trollev P 
81.00 
105.00 
129.00 

202,00 
39.00 
91.00 

235.00 

Trolley P 

252.00 

Trolley P 

64.00 
30.00 



240 
195 
295 
1110 
195 
175 
400 

Casing) 

370 
260 
335 
565 
1400 



420 
680 



ole) 



810 



ole) 



170 
870 
445 

470 
350 

80 
130 

60 
210 
225 
170 
480 



ole) 



215 

240 
390 
550 
90 
290 
705 



ole) 
ole) 



755 

190 
65 



(0 



, n List Prices do not include globes, lamps, sockets, novalux unit, luminous arc, tubular steel trolley 
poles, wiring nor any of the electrical equ.pment, Pr.ces on any of these accessor.es wll be quoted upon 

application. 

(2) When required, bases are arranged for cutouts, transformers, etc. 



(3) 



Always specify type of socket, style of lamp or type of head that will be used. 
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